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PREFACE

This structured collection of abstracts has been prepared as part
of a continuing study of selected areas of Soviet science and technology
within the Rand project -- Soviet Literature Exploitation -- sponsored
by the Advanced Research FPirojects Agency of the Department of Defense.

The material in this report is based exclusively on Soviet open-
source technical literature published in 1969, 1970, and the early
part of 1971.

The English language abstracts have been prepared by Informatics,

Inc.
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INTRODUCTION
7 . .

This report is one of a series intended to provide a preliminary
overview of current Soviet research activities on the effects of ex-
plosions. Interaction of explosions with the ground, the atmosphere,
and materiuls have broad research ramifications and significance, es-
pecially in the case of nuclear explosions. The pertinent topics
include simulation studies, effects of high pressures and temperatures
on materials, reentry problems, radiation effects, electromagnetic
phenomena, etc.g.rt s expected that in the course of this series most
of these topics will\be covered in this and future reports based on the
current Soviet scient}fic and technical literature.

The abstracts in|this report are arranged according to fairly
general subject areas W@and vary in liength depending on the degree of
pertinence and significgnce of the individual papers. Thelr purpose
is primarily to call atténtior to the work being done in the USSR on
the given subject. N




I. SHOCK WAVES IN SOLIDS

1. Gryaznov, I. M., K, I. Kozorezov, L. I. Mirkin, and N. F,
Skugorova. Carbon impregnation of steel by the action of
shock waves. Doklady AN SSSR, v. 194, no. 1, 1970, 70-72.

Experiments in impregnating annealed low carbon steel (St. 20) with
carbon, using shock waves, are described. For this purpose, a steel plate
was covered with an even layer of graphite powder and a pulsed load was
- pplied by impelling another steel plate at a velocity 1975 m/sec, using an
explosion, A plastic explosive in a sheet form, with a detonation velocity
of 750C m/sec and density 1,65 g/cm3 , was used, At the impact point, a
pressure of 425 kbar was produced by the shock.

Several structural zones along the shock wave propagation path were
discovered. A sharply defined, case-hardened layer is 0.05 mm thick and
has a high hardness (from 580 to 935 kg/mm2 ). Three other subsequent
zones are defined and described in detail,

On the basis of structural investigations, the following physical mechan-
ism is assumed. The shock wave compresses the porous layer of the graphite
powder, Combined with the effect of high pressure, the graphite is heated to
a temperature exceeding the melting temperature of iron, A layer of the carbon
diluted in the liquid iron emerges, which then solidifies, precipitating the excess
carbon in the form of cementite ncadles.

2, Funtikov, A, I. Method of studying phase transitions at high
pressures using the shock compression of porous materials.
Fizika goreniya i vzryva, v. 5, no. 4, 1969, 510-512,

The bekavior of shock adiabats during the change of the phase state of
a substance is utilized to study the phase transition (melting) by means of
shock compression o’ porous materials. The method is based on measuring
the relationship of the shock wave velocity to the initial density of the sub-
stance based on the curve of a single detonation. As a single parameter
relationship, it may be measured with relatively high accuracy in simple
experiments, The difference in the equations of state for liquid and solid



phases leads to a break in the single detonation curve. The comparative
measurements of the shock wave velocity in samples of various density
permuit determination of the break points, from which the porosity limit
Mj; (defined as the ratio of normal density to initial density) can be deter-
mined. The melting temperature is then determined by the equation of the
solid phase state. Some data obtained are given in the table below,

Substance | Mj; | P, Mbar | T x 103,°K

KCl 1,32 0.170 3.62

NaCl 1.85 0.132 3.70

The suggested method does not have restrictions for the investigation of other
phase transitions at high pressures.

3, Pavloskiy, M. N, Shock compression of diamond. Fizika
tverdogo tela, v, 13, no. 3, 1971, 893-895, (1)

Pavloskiy, M. N. Shock compressibility of very hard materials,
Fizika tverdogo tela, v, 12, 1970, 2175-2178. (2)

Shock compressibility of natural diamond monocrystals with an initial
density - =3.51 g/cm3 » and of porous diamond samples (densityr, =1.90 g/cm3
and the 'rain size 10 — 14u) has been investigated experimertally (1). The
""reflection'" method was used, with the propagation velocity of the shock waves
recorded by means of electric contacts (L. V, Al'tshuler, Uspekhi fizicheskikh
nauk, v, 85, 1965, 197), The obtained relationship, i.e., the wave velocity (D)
as a function of mass velocity (U) in (1) monocrystalline {the scale at left) and
(2) porous (the scale at rigr*) diamond, is presented in Figure 1,
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The shock pressure (P) as a function of the relative compression (6=n/po)
is presented in Figure 2.
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The numbered curves are: 1 and 2 -- calculated shock adiabats with experi-
mental points for monocrystalline and porous diamond, respectively; 3 --
calculated "0 °K'" isotherm of diamond; 4 and 5 -- temperature as functions of
shock adiabats; 6 and 7 -- final densities of shock-compressed diamond (both
types and in the same order as 1 and 2) as functions of applied pressure, From
measurement data, the value of the Gruneisen factor for the upper point of the
porous diamond adiabat is estimated as 0, 48, while its initial value is about
0.9.

Shock compressibility of other hard materials, e. g., monocrystalline
ruby and polycrystalline corundum (Al2 O3), beryllium oxide (BeO), boron
carbide (B 4C), tungsten carbide (WC), and tantalum carbide (TaC), were
measured earlier (2) using the same method, Results are presented in Figure 3
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and 4, The numbered curves in Figure 3 are: 1 -- ceramic BeO; 3 -- mono-
crystalline ruby; and 4 -- ceramic corundum, For comparison 2, 5, and 6

present the same data taken from Compendium of Shock Wave Data, University
of California, Livermore, 1966,

Curves 1, 2, and 3 in Figure 4 are for B4C, TaC, and WC respectively.
The scale at left is for B4C and WC and at right for TaC.
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4, Zubarev, V, N,, T, N, Ignatovich, A, N. Shuykin, and P, A,
Yampol'skiy, Conductivity of acrylamide and polyacrylamide
behind the front of a shock wave, Fizika goreniya i vzryva,
ve. 5, no, 4, 1969, 524-528,

The conductivity of acrylamide (AA) and polyacrylamide (PAA) at
shock pressures 80 and 160 kbar is measured, A schematic drawing of the
experiment setup is shown below,
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Plane shock waves were generated in Al or Cu shields 1 by the explo-
sions. Samples 4 (height v 20 mm and thickness » 2 mm) were separated from
the shields by paraffin spacers 2 (3 mm thick). Cn the sides, the samples
were also surrounded by paraffin blocks 3, Electrodes 5 are made from copper
foil 0.1 mm thick and 20 mm wide. The measurement technique was identical
to the one described by L, V, Al'tshuler, et al., (ZhETF, v. 39, 1960, 16),
Typical oscillograms are shown in the original article, and nuinerical data
derived from them are presented in the table below.

P, kbar
Substance 80 150
Acrylamide <102 | 80
Polyacrylamide 8 30
50/50 mixture (by weight of
both materials) <102 | 50
5. Addurov, G, A,, L. A, Matveyeva, and V, Sh, Shekhtman,

Structural changes in a single crystal caused by a shock wave,
Fizika metallov i metallovedeniye, v. 31, no., 1, 1971, 122-127,

The authors describe the X-ray investigation of copper and molybdenum
single crystals, recovered after an explosion experiment which provided a single
shock wave compression (v500 kbar) and a small residual deformation (v 5 —6%).,
Molybdenum and copper samples of cylindrical shape were cut from single-
crystal rods. They were oriented to correspond to the shock wave passage
from a direction of 100 °(£10°) and 110° (£2°) for molybdenum samples, and
from a direction of 110°(f4-5 ) for copper samples. A schematic drawing of
the experiment setup is shown in the figure below, Here 1 is the generatrix of
a plane detonation wave; 2 is the TNT charge (100 mm diameter, 10 mm thick):

3 is a steel disk (2mm thick); 4 is the air gap; 5 is the aluminum impactor

(70 mm diameter, 1 mm thick); 6 is the copper cup; 7 is the investigated sample;
and 8 is the steel yoke, In special experiments with polycrystal copper, the shock
wave parameters are: velocity of the shock wave front D, mass velocity U behind



the front, and pressure of the shock compression p. They are presented
in Table 1,

Table 1
Depth, mm
Shock wave parameters 4 8
D, km/sec 5.38{5.0
U, km/sec 0.95] 0.69
p, kbar 455 307

Parameters of the shock wave on the sample surface are presented in
Table 2.

Table 2
T P
Material usec kbar Te K T,y °K Tm, K
Copper 1.5 455 650 450 1356
Molybdenum 2 517 530 430 2883

Here, T is the duration of high pressure, Tg is the temperature of the shock
compression, Ty is the temperature upon pressure release (these temperatures



are taken from McQueen, R. G., and S. P, Marsh (J. Appl. Phys., v, 31,
1960, 1253), and T,, is the melting temperature,

X-ray diffraction patterns of samples before and after shock wave
passage are presented in the original article, and the conclusion is made
that, under conditions of a single shock wave compression, transition from
the single-crystal into the polycrystal state may occur. The state of the
samples after the experiment is analogous to the one which may be obtained
in a single crystal by its deformation with subsequent annealing, assuming
recrystallization processes.

6. Mineyev, V. N., A, G. Ivanov, Yu, V, Lisitsyn, Ye. Z. Noviskiy,
and Yu. N, Tyunyayev., Electric signals produced by the shock
compression of doped silicon. Zhurnal eksperimental'noy i
teoreticheskoy fiziki, v. 59, no. 10, 1970, 1091-1102,

Electric signals produced by the shock compression of p- and n-type
silicon single crystals containing various amounts of impurities are investi-
gated. A schematic drawing of the experiment setup is shown below, where
1 is the measuring electrode, 2 is the silicon sample, and 3 is the shield.
Arrows indicate the propagation direction of the shock wave front., Experi-
ments were conducted at pressures of 20, 40 and 200 kbar, It is shown that
the emf observed during the shock compression of silicon is not associated
with surface phenomena, and therefore, is caused by the volume redistribu-
tion of the ionized impurity atoms during shock compression, i.e., by shock
polarization. In contrast to dielectrics, the recorded polarization current
during shock compression of semiconductors is determined only by time vary-
ing p.larization,
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7. Podurets, A, M,, and R, F, Trunin, A _certain peculiarity of the
shock compressibility of quartzite, Doklady AN SSSR, v, 195,
no. 4, 1970, 811-813,

In the 100- to 300-kbar range of pressures at the shock wave front,
silica undergoes a combination of crystalline phases. The velocity of the
shock wave as a function of the pressure stays constant; however, the wave
remains single, indicating the absence of equilibrium between the phases.

A mechanism of the kinetics which explains phase transitions is offered, The
transition from a light to a dense phase occurs in the shock wave front, while
behind the frunt, in a smooth wave, the phase composition remains practically
fixed, If a strong shock wave is broken into several waves of smaller ampli-
tude which successively compress the substance (limit case being a smooth
compression wave), then the content of the denser phase decreases. Experi-
mental data supporting this explanation are included.

8, Trunin, R. F., G. V. Sikakov, M, A, Podurets, B, N, Moiseyev,
and L. V., Popov, The dynamic compressibility of quartz and
quartzite at high pressures, AN SSSR., Izvestiya. Fizika zemli,
no, 1, 1971, 13-20,

New experiments were conducted to study the dynamic compressibility
in absolute measurements of quartz at pressures up to 3,5 Mbar and of quartz-
ite at pressures of up to 7 Mbar, In addition, results are presented for studies
of the comparative compressibility of quartzite xnd aluminum at pressures of
up to approximately 20 Mbar. A shock wave, formed by the explosion of a high
explosive, passes through a metal shield and the samples. Special sensors
placed in the wave path are then activated and the signal obtained is recorded
ueing two-beam cathode oscillographs with driven sweep. Having determinea
from preliminary experiments the dynamic adiabat of the shield, the recorded
wave velocity in it uniquely determines all the remaining compression para-
meters, i.e., mass velocity, pressure and density of shock compression. The
results of the experiments are presented in the table and figure below, The
figure is presented in D — U and P — p coordinates, (D - wave propagation
velocity, U - mass velocity of motion of the substance behind the shock wave
front, P - pressure, and p - density,) The maximum density attained under
these conditions exceeds the original values by 2. 65 times. In order to explain
the problem of possible relaxation phenomena connected with short-term dynamic
loads, the action time for the shock waves in the experiments was considerably
increased for the samples. Extrapolations are presented for the dynamic adiabat




Table

Shield U [Sample J Sub- |Parameters of dy-
material |km/ jthicknesg stance na.m_ics_sgﬂ.lp_%ié@_ib_; Form Ci’f .
D u p experiments
(standard) { sec|4, mm studied km/ |km/ kbar g/3
sec |sec cm”
COPPer 1,71 4+8 rtz | 6,27 | 2.62 | 418 | 4,43
Aluminum [2/82| 48 Qug 7,18 | 3,13 1 595 1{4.69
Jron 2,82 ] 4+8 " 8,54 13,92 | 887 4,90
o |iE] g | v preemin |sseed of
1] + 9 P ? D 9’
Copper  [0,17 | 48 |Quartz 5.0 0,25 [ 33,5 2.79 | reflection
S 1 A e R
) + :45 ) ) 27
Qluminum 060 4+8 0 5,67 {0,791 118 | 3,08
" 1,14| 48 " 5.70 [ 1,25 | 188 | 3.39
L1 e B I AT A
’ < 5 ,03 ; " "
Copper 71| 4+8 " 6.10 | 2,51 | 410 | 4'54 | Reverse
o TE| A et 0 8 |18 oot of
; -+ rtz={12.12 .41
Aluninum 12]24 160 "ite [19)92 12137 6530 | 6,99 CERISSE o
aY 7,22 | 300 - 500 13,60 | 7.38 12660 | 5.80
" 8,57 | 200 -- 500 " 15,28 | 8,72 [3330 | 6.15
11,10 | 300 =+ 500 " 18,43 11,2+ {3500 | 6.78

Note: The state of impact compression in the shields was determined according
to the D — U relationships of copper, iron and aluminum which practically agreed
with values published earlier.
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Experimental D — U and P —p relationships.

1 - absolute measurements in quartzite (method of reflection); 2 - the same for
crystalline quartz; 3 - absolute measurements in quartzite (‘'reverse' method
of refleciion); 4 - data from comparative measurements.
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of quartzite in the range of pressures determined by computation, The dynamic
experiment attests to the absence of density discontinuities, which are related
to the metallization of quartz,

9. Chernyshov, A, D, Propagation of shock waves in an
elastic space in the case of finite deformations, Prik-
ladnaya matematika i mekhanika, v. 34, no, 5, 1970,
‘885-890.

The subject of this theoretical study is how the propagation of shodk
waves in a three-dimensional elastic medium is affected by finite deformations
and by existence of convective terms in the expression for the velocity of the
medium through displacements, Correspondingly the initlal equations are
written to contain the respective terms. It is then shown that the number of
shock waves and their properties are strongly dependent on the deformation of
the medium in front of the surface of strong discontinuity, and on the fact of
whether or not the nonlinear terms in the rheological equations are taken into
account, Thus, precise equations for the case of small deformations indicate
the possibility of propagation for three different shock waves. In a special case,
when in front of the shock wave the medium is in a nondeformed state, all
qualitative results coincide with the results of the similar linear problem. In
particular cases, expressions are obtained for the velocities of shock waves in
the explicit form,

10, Belinskiy, I. V,, and B, D, Khristoforov. Dynamic compressi-
bility of porous NaCl at iow pressures. Zhurnal prikladnoy
mekhaniki i tekhnicheskoy fiziki, no. 2, 1970, 134-139,

Dynamic compressibility of porous NaCl in the range of pressures from
1 to 200 kbars is experimentally investigated, Experiments were conducted
with cylindrical samples (34 mm dia and 2 to 25 mm thick) compressed from
NaCl powder (0.3 mm grain size) to a density of 1,87 to 1,90 g/cm3. Plane
shock waves were generated by explosion or impact by thin aluminum plates.
The wave and mass velocities of the shock waves were measured using the
electromagnetic and/or capacitive methods. In order to determine the elastic
characteristics of the samples under normal conditions, the longitudinal (C;)
and transverse (C2) velocities of sound were measured at 1.67 MHz with a
UZIS LETI - 4 ultrasonic apparatus. The Cj and C, values served to calcu-
late the hydrodynamic velocity of sound C3 = (K/p°°)1/2 , Poisson's ratiov,

10




Young modulus E, the bulk modulus K, and shear coefficient G,

Results of the experiments indicate that the hydrodynamic model is not
suitable for the description of porous NaCl behavior in dynamic loading in the
range of stresses comparable to the strength of the material.

11, Doronin, G. S,, and V, P. Stupnikov, Calculation of shock
adiabats for mixtures and porous materials. Izvestiya SO
AN SSSR, Seriya tekhnicheskikh nauk, no. 3, vyp. 1, 1970,
102-105.

A formula is offered to calculate the shock adiabat of a mixture when
the shock adiabats and concentrations of the mixture components are known,
Calculations made for a mixture of marble and paraffin coincide very well with
experimental data published elsewhere. In addition, a formula is derived for
the shock adiabat of porous material, and it is shown that this formula can be
obtained also from the first formula, by considering the porous material as a
mixture of a compact material with air, Finally, a formula is given for a
porous mixture of twno materials and more calculated data are compared with
experimental data, The following conclusions are made:

1. the energy in a porous body during shock compression is
made up of the compression energy of a solid body and the
energy of pure collapse and

2, the formation of the shock-wave front in a mixture or in a
porous substance depends not on separate particles, but
or average density if the thickness of the front is at least
several times larger than the dimensions of the separate
particles.

11



12, Vakhrameyev, Yu. S, Certain relationships of similarity for
the motion of loose consolidating media, Prikladnaya mate-
matika i mekhanika, v. 34, no. 5, 1970, 930-934.

A solution is given for a class of one-dimensional self-similar problems
of the convergence of shock waves and the expansion of a gas-filled cavity. The
corollaries connected with self-similarity are examined., The condition of
unlimited cumulation is obtained and two modes of cavity expansion are revealed.
The similarity relationship 1s established for cratering explosion in a luvose
uniformly consolidating medium and in highly fissured rock.

13, Novikov, S. A.,, and L. M, Sinitsyna, Effect of shock com-
pression on the critical shear stresses in metals. Zhurnal
prikladnoy matematiki i tekhnicheskoy fiziki, no. 6, 1970,
107-110.

Critical shear stresses 0, behind the shock wave front in explosion
experiments with aluminum, copper and lead are investigated. The desired
quantities were obtained from the comparison of calculated and experimental
relations, which characterize the pressure decrease on the shock wave front
in these metals caused by the overtaking elastic unloading wave. The experi-
ment setup and technique are described in detail, Calculations are made on
the basis of well-known equations of state for the rmetals investigated, described
earlier by L. V. Al'tshuler et al (ZhETF, v. 38, no. 4, 1960). The 0, values
obtained and their corresponding pressure amplitudes P-(in kbars) in the
elastic unloading wave under a shock compression pressure of P (in kbars)
are given in the table below:

Metals P- Oy P
Al 300-68C 17-29 60-100
Cu 340-860 25-41 90-150
Pb 460 0 0

12




II. INTERACTION OF SHOCK WAVES WITH SOLIDS

14 Dremin, A, N,, and G, I. Kanel', Refraction of an oblique
shock wave at an interface with a less rigid medium, Zhurnal
prikladnoy matematiki i tekhnicheskoy fiziki, no. 3, 1970,
140-144.

An approximate method for calculating the unloading polar and the velocity
of sound behind the shock-wave front in solid condensed media is offered. :
The substitution of the isentrope by a broken curve with a constant sound velocity
for each sertion of the curve, was used for this purpose. An elaborate explo-
sion experiment to determine the calculated refraction parameters is described
in detail, and good agreement between the calculated and experimental para-
meters is demonstrated in Figures 1 and 2, Formulas are derived to calculate
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Fig. 1 - Calculated (solid lines) and Fig. 2 - 1and 3 - shock polars
experimental dependencies of sound of aluminum and plexiglas for
velocity on the shock adiabat from the Vo = 14.2 km/sec;
degree of metal compression, 2 - unloading polar of

aluminum,
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the magnitude of the critical angle for the ordinary reflection of an oblique
shock wave at the interface with a less rigid medium and the angle of the
maximum flow deviation, It is stated that problems of this type are typical
for the calculation of shock-compression parameters for explosion welding
conditions, and shock-compression for other conditions.

15, Trunin, R. F,, G, V, Simakov, and M. A, Podurets, The
compression of quartz by high-intensity shock waves. AN
SSSR. Izvestiya., Fizika zemli, no., 2, 1971, 33-39,

Results are presented for the experimental determination of the dynamic
compressibility of quartz with varying initial densities (pg9¢ = 1.15, 1.35, 1,55,
1.75, and 2,2 g/cm ) over a wide range of pressures and densities, The posi-
tion of the experimental curves in the P — p plane (shown in Figure 1) attest to
the transformation of quartz (under the effect of shock waves) into the high-density

rP,kbar ’
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p“ll,l5\ b,
Uﬂﬂr
o
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|
]
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¥ ]
.'
¢ . 1 / L‘!/ : ’, Ps 8lcm3
10005 13515 175 20 22 25265 30 35 40 428 45 50
Fig. 1 - Diagram of pressure P - density p.
1 = =-==0ceee) the experimental data from the present work;
2 = =-===,----, results obtained from Wackerle, I. Shock-wave compression of

quartz, Journal of Applied Physics, v. 33, no. 3, 1962, 922.
The shaded part shows the possible boundaries of phase transitions.
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modifications - coesite and stipoverite. The position of the phase equilibrium
curve (see Figure 2).is evaluated for pressures up to 600 kbar, i.e,, pressures
and temperatures which substantially exceed the data from static measurements.
The experimental results, which are related to the range of pressures for phase
transitions, indicate that thermodynamic equilibrium is absent during the com-
pression of quartz and they attest to the complex kinetic processes which occur
in the shock wave front,

e .9 0

L7-10~C %
19r i Fig. 2 - Interpolation relationships of
af et the phase equilibrium line between

) s coesite - stipoverite, The hatched

[ coesite” part shows the range of temperature
ut y variation of sho-k compression,
gpesey |

L[/ stipoverite |
0 700 @0 600 Akbar

16 . Mogilevskiy, M. A, Structural changes in pure copper under

shock loading. Fizika goreniya i vzryva, v. 6, no. 2, 1970, 229,

An experimental investigation was made of changes in the crystalline
structure of pure (99.996%) copper, e.g., dislocations due to the application
of a plane shock wave. The types and magnitudes of defects produced by the
shock wave are judged by the change in the structure-sensitive properties and
particularly in electrical resistivity of the samples during their isochronous
annealing, when structural changes are gradually removed, For this purpose,
the shock wave was applied to the samples at the temperature of liquid nitrogen
and the electrical resistance of the samples was measured during their isochronous
warm-up., The experimental explosion setup and measurement technique are
described in detail, Results are illustrated and discussed under headings:
spectrum of lattice defects, density of dislocations and possible changes in the
mechanism of deformation at high pressures.
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17 . Filippov, M. A,, and V, N, Kodess., Variation in the fine
structure of manganese steels under the effect of high-pressure
shock waves, Fizika metallov i metallovedeniye, v. 31, no. 1,
1971, 172-176, |

Variations in the fine structure of manganese austenitic steels were
studied for the case when they are subjected to a pulsed load. Forged austenitic
steels 40G13 (0. 41% C; i3,62% Mn; 0.69% Si; 0.42% Cr; 0.15% Ni; 0,006% S;
0.02% P) and 125G13 (1.25% C; 12,80% Mn; 0.69% Si; 0.51% Cr; 0.03% P; 0.09% S)
were studied, These steels were quenched in water at 1100°C. The pulsed load
was applied by means of exploding 1.5 g cylindrical charges of high explosive
in the center of the surface of samples which had dimensions of 20 x 20 x 9 mm
at room temperature, T}t pressure pulse, created in the metal under the
explosive charge in this method, was equal to approximately 500 kbar., The
surface of samples with an a~ea of 3 x 3 mm“, placed directly under the bottom
of the crater, was studied after series etching of the layers of definite thickness
down to the lower surface of the specimens., X-ray diffraction patterns were
obtained with a URS-50IM diffractometer in filtered Fe and Mo radiation.
Quantitative phase analysis was conducted by means of measuring the relative
integral intensity of the (111), lines of austenite, and the lines of the (100), of
the € -phase and the (110) , of the ¢ -phase. A relationship is established
between the characteristics of the fine structure and a variation in microhard-
ness, It is shown that the low value for the packing defect energy plays a basic
role in the processes of the interaction of dislocations and the creation of a high
level of strengtl'ening of manganese austenite under the influence of pulsed loads.
The especially high strengthening capacity of unstable manganese austenitic
steels under pulsed loads is caused by the formation of martensite complexes
from the a - and the e-phases, since high-intensity shock waves generate the
flow of the Y * e transformation, while the weaker ones initiate they - o trans-
formation. Unstable steels also possers (within the limits of load under study)

a higher level of plastic properties, which is connected with the occurrence of the
martensite transformation under the effect of the shock waves. ‘

18. Donukis, T. L., V. A, Lobodyuk, G. I, Savvakin, P. V, Titov,
N. P. Fedas, and L. G. Khandros. Investigating the structure
and properties of ferronickel alloys after shock léading_. Fizika
metallov i metallovedeniye, v. 31, no. 1, 1971, 183-189,

Using electron miscroscope and x-ray methods, the structure of ferro-
nickel alloys (Fe - 30% Ni and Fe - 32% Ni) was studied following shock loading.

’4
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The loading of the sample, placed in a yoke, was produced by the impact of
a steel plate which was accelerated by a plane detonation wave generator,
The size of the charge and the thickness of the plate were selected in such
a manner that the required initial parameters of the shock wave could be
ensured, The average velocity of the plate's motion at a distance fromn 6 to
10 mm from the specimen surface was taken to be equal to its velocity at the
moment of impact, The initial pressure on the contact boundary at the
moment of impact was 100 or 300 kbar, the time in which the high pressure
acted on the contact boundary was approximately 1.4 usec, and the residual
deformation of samples in the yoke was less than 5%, The shock wave
attenuates in proportion to its distance from the load surface, which leads
to variations in the phase composition, structure, and hardness. In the
figure below, results are presented for the layer-by-layer investigation of

1[4
Joog =
.\..
w0k 7\ q“'%’ Fig. 1 - Change in the hardness and

lw amount of martensite in alloy
Fe - 30% Ni in relation to the distance

100}t {20 ;
& / o from the surface of the impact.
410

D2 46 8 1017 lmm

samples of the Fe - 30% Ni alloy, strengthened by a 300 kbar shock wave after
cooling in liquified nitrogen. When removed from the surface, which receives
the impact, the hardness uniformly decreases from 270 to 230 HV (Vicker's
hardness scale) down to a depth of 14 mm,. The impact loading was responsible
for considerable strengthening, The hardness of annealed samples when a
shock wave was passed through them with a pressure of 300 kbar increased
approximately by 120 HV and reached a value of 220 HV. The shock wave
causes the a + y transformation. In the y-phase which is formed, the follow-
ing are observed: a needle-like structure which is unusual for austenite, twin
bonds, and a cellular dislocation structure. Weakening of the y-phase occurs
200°C below the weakening temperature of statically deformed austenite,
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19, German, V., N,, M. P, Speranskaya, L. V. Al'tshuler,
' and L. A, Tarasova. Investigating the structure of iron
silicide monocrystals deformed by high-intensity shock

waves, Fizika metallov i metallovedeniye, v. 30, no. 5,
1970, 1018-1026.

X-ray and metallographic studies are conducted on monocrystals of
iron silicide and samples of Armco iron, subject to the effects of shock waves
which create phase transformations. A relationship is established between
the magnitude of sample microhardness and the applied pressure (shown in
Figure 1), It is established that within the range of pressures being studied
(from 90 to 500 kbar) in the monocrystals the preferred orientation of the
crystal blocks is maintained which is close to the initial orientation of the
monocrystal, The effect which is observed is explained by the incompleteness
of the phase transitions and by the localization of the phase transformations
along the twinning planes.

| 4 & 4
0
R i o i B0
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quc
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p. kbar

Fig. 1 - Volumetric deformation (AV/VO) and hardness {(H) of
iron by shock pressure, 1 - volumetric deformation behind
the shock wavefront computed earlier; 2 - hardness of iron
samples after shock compression computed earlier; 3 - micro-
hardness of Armco iron; 4 - microchardness of shock-deformed
monocrystals of iron silicide; x - data for needle-shaped grains
and 4 - for weakly deformed grains,
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20. Zubarev, V, N,, N, V., Panov, and G, S, Telegin, The
width of the stationary zone in detonation waves., Fizika
goreniya i vzryva, v. 6, no. 1, 1970, 107-113,

Experiments were conducted to determine the width of the stationary
zones in detonation waves, using both a mixture of trotyl-hexogene TG 50/50
(po=1.67 g/cm3) and pressed TNT (pg =1.63 g/cm3). In distinction to previ-
ous works, in which the width of the stationary zone was established by a break
in the velocity profile for a fixed length of explosive charge, in this report the
dimensions of the '""chemical peak'' were determined on the basis of comparing
the attenuation curves which were obtained for charges with varying lengths.
The TNT charges were 20, 40, and 200 mm long and 90 mm in diameter. The
thickness of the obstacle varied between 1,5 and 10 mm. The length of the
TG 50/50 charges, 120 mm in diameter, varied within wider limits, from 10
to 440 mm, as did the thickness of the obstacle made of aluminum {from 0,2
to 18 mm)., Results of the measurements, expressed in the form of functions
of u Al(A) (uAl - the mass velocity in Al, A- the thickness of the obstacle) are
presented in Figures 1 and 2,
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Fig. 1 - for TG 50/50 Fig. 2 - for TNT
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21 . Kiselevskiy, L, I., and V, A, Morozov., The interaction
mechanism of pulsed hypersonic jets with solid obstacles.
Voprosy fiziki nizkotemperaturnoy plazmy. Minsk, Izd-vo
"Nauka i tekhnika", 1970, (Reports of the Second All-Union
Conference on Low-Temperature Plasma), 624-626,

This is an experimental study of the effects produced by pulsed hypersonic
flow on a fixed metal target covered by transparent cellophane film (Figure 1),
which absorbs radiation only for the wavelengthsA <2200 A, In front of the film,
a shock compressed layer of plasma is created, which is optically dense
(in A-A direction) with the luminance temperature 19000°K. Only radiant
thermal flux (4 x 109 w/mz) reaches the metal target. Absorption of radiant
flux leads to the warmup and destruction of the target (fusion and subsequent
evaporation), Spectral investigations in the B-B direction indicated that radia-
tion has a continous nature in the and ultra-violet regions,

Fig. 1 - 1 - basic electrodes;
o 2 - dielectric discharge gap (plastic);
&/ 3 - igniting electrode;
YRR 4 - target; 5 - transparent film;
st rsve e QUKERAEL A-A and B-B - observation lines,
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22, Chelyshev, V. P,, B, I, Shekhter, and L. A, Shushko.
Pressure variation on an obstacle surface during the
contact detonation of an explosive charge, Fizika goreniya
i vzryva, v. 6, no. 2, 1970, 217-223,

This paper offers an approximate analytic solution for the pressure
variation (in time) in the interface boundary between the explosion front and
the obstacle, This is done for a one-dimensional flow of detonation products,
and it is stated that conditions close to one-dimensional exist in the explosion
of a cylindrical charge inside an nondestructible casing. As a generalized
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characteristic for the shock compressibility of the obstacle material, a para-
meter B is offered., It is expressed approximately as

B=1+0.02 (g, T )02
[o] [o]

where 7, - initial density of the obstacle material

'CO - initial velocity of sound in the obstacle material,
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IIL. SHOCK WAVES AND EXPLOSIONS IN GASES

23 . Bronshten, V, A, Propagation of a strong cylindrical wave
in a nonuniform atmosphere, Izv AN SSSR, Mekhanika zhid-
kosti i gaza, no. 6, 1970, 108-111,

An approximate solution of the indicated problem was given, appli-
cable to any given angle formed by the wave axis with a vertical. The solu-
tion, based on the method developed by Laumbach and Probstein (J. Fluid
Mech,, 1969, v, 35, pt. 1, 53-75), may be used to calculate the waves
generated by the passage of large meteorites through the atmosphere. The
method used to calculate the velocity D of a shock wave is applicable only
with the following assumptions: the ratio of pressures in the shock wave is
> 40, i.e.; the ratio of velocities D/a >6, where a is the acoustic velocity;
the gas is ideal with a given adiabatic exponent Y ; the atmosphere is cold
with d2nsity given by D'Ooe'H H*, where H* is the scale of heights at a
given level H and ¢ is the density at the level H=O; and all other effects, e.g.
gravitational, magnetic, etc., are negligible, Under these conditions, pro-
pagation of a cylindrical wave from a section of its trajectory around a point
C in the perpendicular plane can be described by ¢nn" + ¥nn'2= +1, where
n is the dimensionless velocity of the shock wave and n' and n" are time
derivatives of n, The solution of this equation for n' indicates that the velocity
of an ascending (n>0 ) cylindrical wave, as with that of a spherical wave,
decreases to a minimum at n=3 and then increases, while the velocity of a
descending wave decreases progressively.

24, Galiyev, Sh, U,, M. A, Il'gamov, and A, V, Sadykov, Periodic
shock waves in gases. Izv AN SSSR, Mekhanika zhidkosti i gaza,
no. 2, 1970, 57-66,

Longitudinal, nonlinear oscillations were studied in an 82 mm diameter
shock tube closed at one end, Harmonic oscillations were generated by a motor-
driven piston moving in the tube at its open end, with the excitation frequency w
being controlled by the current in the motor., Shock wave pressure p was
measured accurately to 10-3 bar at various points along the tube within a wide
range of w. Pressure pick-up signals were transmitted to a PM-1 measuring
device and an oscilloscope for observation and photographing, Photographs of
the pressure oscillations were shown at w=0= ma,L (L=340 cm) anduw = %Q (L=170 cm)
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where 0 is the first eigenfrequency of the gas column, a, is sound velocity
in an unperturbed gas, and L is tube léngth, In both cases, the profiles of
the shock waves show harmonic or near-harmonic oscillations of the gas
column at pre-resonance frequencies, Breaks in the profiles appear near
the approach to resonance, and increase to a maximum at resonance., A
graphical presentation of shock wave trajectories shows that gas oscillations
sufficiently remote from resonance can be described by a linear acoustics
formula. The shock waves were described by nonlinear gas dynamics
equations in the case of w =1 2, using the method of successive approxima-
tions. The calculated amplitudes of pressure curves differed by 10% at most
from the experimental values., /. general formula is included for calculating
pressure at v =N (2N=1, 3,5, ---),

25, Ivanov, M. Ya, Calculation of gas flow through a shock tube
of variable cross section, IzvAN SSSR., Mekhanika zhidkosti
i gaza, no, 3, 1970, 162-166.

Gas flow was analyzed in an axisymmetrical shock tube for the case
of instantaneous removal of an infinitely thin diaphragm separating a compres-
sion chamber from a low-pressure chamber., The latter is assumed to be
connected to a terminal nozzle whose contour consists of line segments -and
arcs. A modified differential method proposed by Godunov et al ZhVMMF,
v. 1, no. 6, 1961, 1020-1050) was used to calculate the velocity component
along the x-axis, density, and pressure p in a nonstationary gas flow, without
separating out sharp breaks, i.e. the regions of sharp gradients., Pressure
distribution is given along the wall of the shock tube at its cross section at
different times t and along the nozzle at a givent, A comparison was made
between identically calculated p data for one-dimensional and two-dimensional
flow. The discrepancy between the two sets of local p characteristics of the
flow was greater than between the two sets of summary characteristics, i.e.
gas mass versus time characteristics. The differential method used is
applicable to p gradients >> 100 at the diaphragm. Calculations
of p distribution along the axis of a cylindrical shock tube showed that the
differential method used resulted in only insignificant diffusion of compression
shock, as compared to the exact solution and to the Lax method.

26 , Mozzhilkin, V. V, Propagation of shock waves through a gas
of nonuniform density, Izv AN SSSR, Mekhanika zhidkosti i
gaza, no. 5, 1970, 68-72,

The method of successive approximations was used to solve the problem
of a plane shock wave propagating through a polytropic gas of variable pressure
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and density. Special independent variables R) anu Rp were introduced into

the system of basic gas dynamic equations, A discontinuous motion law was
derived from the transformed basic equations, and the correlations of R] and
R2 with the originally selected x and t coordinates were determined, This
solution, based on the method of G, B, Whitham (J. Fluid. Mech,, 1958, v.4)
did not satisfy the boundary condition R} = R](R2). Solving the system of equa-
tions obtained by the Whitham method jointly with the Rankine-Hugoniot and
boundary conditions produced the discontinuous motion law in a null approxima-
tion., The same law in the first, second, and following approximations was
derived in an analogous manner,

The above method of successive approximations was applied to the
self-similarity problem of propagation of a powerful shock wave through a
gas of density P,=bx" (8> 0, b=const.)., An expression for self-similarity
index a was derived from a system of equations of discontinuity; here a;
was calculated for the values of adiabatic exponent y=1,2, 1.4, 5/3 and for
§=2,0, 1.0, and 0.5. The tabulatedn values were found to be in good agroe-
ment with data from the literature.

27, Mozzhilkin, V, V,, and S, V., Fal'kovich, Propagation of shock
waves in a medium with exponentially-varying density. Izv AN
SSSR. Mekhanika zhidkosti i gaza, no. 6, 1970, 48-54,

Propagation was analyzed of a shock wave through a channel whose
cross section obeys the formula A=A e 28X, where A, and 8~} are constants
with the dimensions of area and length respectively, and A is a dimensionless
constant, The gas was assumed to be polytropic with adiabatic exponent ¥ .
A self-similar solution (p=p,= const ¥ 0) was presented on the basis of the
equation of gas motion in a hydraulic approximation and the boundary condi-
tions for the shock wave were sct by introducing a set of self-similarity
variables, Two possible cases of self-similar solutions were analyzed:
osa$2 and a=2, wherea is the self-similarity index, The analysis revealed
that at a =2, self-similar motion of a shock wave of constant intensity exists,
when 2<A5)A% , and that the Mach number M varies from 1 to+ = with increase
in A, There exists only the self-similar motion of the second type in a strong
shock, when A2\, A law of shock damping was formulated within the limits
ot linear theory, assuming the existence of non-self-similar flow with weak
shock waves at A< 3, It was shown that in this case the intensity of shock
decreases simultaneously with increase in velocity of the shock wave,
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28, Gorelova, M, A,, and V, A, Gorelov., Electrode method for
measuring electron temperature, ion density and electrical
conductivity behind a shock wavefront, IN: Teplofizicheskiye
svoystva nizkotemperaturnoy plazmy. Moskva, Izd-vo nauka,
1970, 95-100.

Experimental results are described for measuring electron temperature
Te, ion density nj and electrical conductivity 0 in a plasma region behind a shock
wavefront, The tests were done in an electrically discharged shock tube with
an initial downstream air pressure of 0.3—2,0 torr, shock wave velocities in
the 4 to 9 km/sec range, a plasma temperature of 4—8 x 103°K, and density
A 1073 g/cm3. Measurements were made with two tungsten probes inserted
into the plasma; probe dimensions were 0.1 mm diameter and 5 mm long,
oriented parallel to the plasma flow. In addition, the probes were modulated
with a sinusoidal voltage of 3.5 v peak at 150 and 200 KHz, The theoretical
basis and experimental results for Te, nj and ¢ measurements are presented
over the cited range of test parameters., The dual probe technique is recom-
mended as a simple method with good spatial resolution for diagnostics of
low-temperature, short duration plasmas. Furthermore, this technique for
measuring 0 requires no calibration and is accur- *e to within 20—25%.

29, Belova, A, V., and V, F, Turishcheva, Shock wave in a binary
mixture of monatomic gases. IN: Sbornik. Aerodinamika
razrezhennykh gazov, Vallander, S. V,(ed). Leningrad Univers-
ity, 1969, 125 132,

A theoretical analysis is given of shock wave structure in a binary
mixture of monatomic gases. The work is an extension of a cited previous
study in which an approximate solution of the problem based on the Mott-Smith
method was presented. The present work uses the method of successive
approximations set forth by Vallander et al (Vestnik LGU, no. 7, 1961), in
which a system of integral kinetic equations was employed. A mixture of
gases a and b is assumed to flow with a general velocity v along the x-axis,
with initial parameters known (p}, vy, Tj). The object is to determine the
variation of these three parameters for the mixture as well as for the
individual gas components. It is shown that the problemn reduces to finding
the distribution functions f,(x) and f},(x) of the component parameters. The
solution given for the binary case cin also be extended to larger numbers of
component gases,
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30 . Kazandzhan, E. P,, and V, S, Sukhorukikh, Interference
variations in gas dynamics., DAN, v. 194, no. 5, 1970,
1045-1048,

The authors propose a single-exposure monochromatic light bear::
method for obtalning an interference pattern in gas dynumie studiee, This
is claimed as an improveiment over the standard technique, which requires
both monochromatic and 2chromatic exposures to get a complete interference
pattern, Theoretical and experimental results are presented in support of
the proposed method, showing a near equivalence to the two-step procedure
for the observation of hypersonic gas flow about a blunt body. The technique
is evidently a variant of the usual holographic method, with the exception that
the illumination is monochromatic only, without being coherent as well.

1. Savrov, S. D., and A, N, Dremin, A new method for generating
powerful shock waves in gas, DAN, v, 194, no. 4, 1970, 811-814,

A modified shock tube using an explosive charge to generate a high
velocity plane shock wave is Jescribed, The design combines several advan-
tages of various conventional types of shock tubes, in that it develops plane
shock waves in the 15—20 km/sec range, while still maintaining a sufficiently
transparent plasma region behind the shock wave so that optical probe methods
can be used for diagnostics., A diagram of the device is shown in Figure 1,
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Fig. 1 - Explosive-charge shock tube. 1 - percussion cap; 2 - shaping
lens; 3 - charge (hexogen, 0.5 g); 4 - glass tube, 100 mm dia, x 250 mm long;
5 - steel tube, 110 mm dia. x 1.5 mm long; 6, 8 - evacuation ports; 7 - matching
conical section; 9 - Mylar diaphragm; 10 - glass tube, 35 mm dia., x 1 m long,
filled with the driven gas; 11 - illuminator; 12 - camera,




The operation is in two stages, as follows: the driver gas (He or H,) is
compressed and heated by the charge detonation, forming a shock wave

which ruptures the mylar diaphragm (9) and in turn generates a shock wave

in section (10), containing the driven gas at a static pressure of 0.5 to 30 torr.
The success of this design depends greatly on the design of the driver stage
and pressure of the driver gas, so that the shock wave propagates well ahead
of the explosive detonation products in order to retain the necessary transparency
in the working section (10). In a cited example, He at atmospheric pressure
was found optimal as a driver gas. Test results for three working gases are
summarized in Table 1, in which temperature and pressure values behind the
shock wave are taken from several other authors.

Air He Ar
Initial pressure torr 10,0 1,0 10,0 3,0
Shock wave vel., km/sec 13.8 18,3 18,0 15,0
Temp. behind incident wave, °K | 18000 [ 49500 | 20000 28000
Press. behind incldent wave,atm| 65 8 10 =
Drop in velocity at tube en&,% - 3 3 10

Table 1 - Shock wave parameters for tested glass.

32. Zheleznyak, M., B, lonization relaxation behind shock waves
of 17—25 km/sec velocities in nitrogen. PMTF, no. 6, 1970,
126-130.

A theoretical study is reported on plasma parameters of high-speed
shock wave propagation in nitrogen. This is based on similar previous studies
in air, where a non-monotonic relationship between ionization rate and shock
wave velocity vy begins to appear at vg = 9.5 km/sec. The author extends the
treatment to propagation in nitrogen, at sufficiently high vg that the gas may
be considered completely ionized. Computer solutions of parameter profiles
were obtained for this model under assumed realistic conditions. A typical
example showing computed temperature and density profiles behind the shock
wave is given for vg = 21 km/sec. s

T x 104,°K 5

Fig. 1 - T andp profiles in nitrogen
plasma for vg = 21 km/sec.
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33. Barenblat, G. I., and G, I. Sivashinskiy, Self-similar solutions
of the second type for the prcblem of the propagation of strong shock
waves, Prikladnaya matematika i mekhanika, v. 34, no. 4, 1970,
685-692.

The authors analyze the problem of the propagation of strong shock
waves, with the provision that the adiabatic exponent v;, under shock wave
conditions, differs from the value of the adiabatic exponenty in differential
equations describing continuous motion behind the wave, This provision for
Y1 < v offers the posaibility of a qualitative estimate of the energy losses for
dissociation, ionization, and excitation of oscillatory degrees of freedom of
the molecules. The solution of the problem is reduced to the construction of a
self-similar solution of the second type., For completeness, the case Yy >y
is also analyzed, The family of solutions obtained describes continuous set of
motions, including an ordinary strong explosion and the propagation of strong
detonation waves.
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IV. LASER: INTERACTION WITH PLASMA

34 Generalov, N, A,, G, I. Kozlov, and Yu, P, Rayzer.
Nonequilibrium states and variation in absorptive capa-
bilities of a plasma from the effect of powerful optical
pulses, PMTF, no. 3, 1970, 27-37,

7'his paper gives an extended analysis of test results reported previ-
ously by the authors on laser absorption in plasma (ZhETF Pis'ma, v, 8,
no. 3, 1968; ZhETF, v. 56, no. 3, 1969; PMTF, no. 1, 1970). Their experi-
ments have shown that absorptive capacity of a plasma depends on incident
beam intensity, and generally will vary in a non-monotonic manner, The
analysis investigates the kinetics of heating, ionization and absorption of
optical energy for a variety of plasma and laser parameters, A treatment of
this sort is considered essential for explaining certain phenomena of interest
such as the self-shielding effect of a laser.generated plasma on the solid surface
beneath it, The theoretical results agree adequately with the cited experimental
findings.,

35, Goncharov, V, K., L, Ya, Min'ko, and Ye. S. Tyunina,
Modeling of hypersonic flow in & partially-expanded plasma

by means of laser interaction with absorptive materials,
ZhPS, v, 13, no, 4, 1970, 707-711,

An experiment is described in which plasma dynamics were observed
from interaction of powerful laser radiation with absorptive solids. The
description indicates that local hypersonic flows in the generated plasma
were monitored by passing the plasma through a nozzle, but the manner of
doing this is not specified in any detail. A neodymium laser was used devel-
oping energies in the 50—150 j range; the laser was operated in random,
controlled and quasistationary modes to give a variety of local plasma flow
conditions. Target materials mentioned are brass and a tin-lead alloy; the
tests were run at atmospheric pressure, Spectral and high-speed photo data
are given for different plagma conditions, and plasma parameters are tabu-
lated for the two general cases of plasma jets with a periodic structure and
jets with a shock wave, This technique is cited as very promising for the
study of plasma jets generated by beam-target interactions.
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V. LASER: GAS BREAKDOWN

36 Asgkar'yan, G. A,, and V, K, Stepanov, Simultaneous
extended action of a powerful optical flux on matter,
ZhETF, v. 59, no. 2, 1970, 366-367.

L. :ptical beam-target or gas breakdown tests the laser beam is
typically focused by spherical lenses to the desired spot size. A depar-
ture from this is considered here by Askar'yan and Stepanov, where they
briefly describe beam-target experiments using a two-dimensivnal cr
slit-shaped incident beam, formed by cylindrical rather than spherical
lenses., In the tests cited a Q-switched neodymium laser with a 6 cm
cylindrical lens was used to produce an extended optical breakdown in
argon and other gases at pressures up to 20 atm; an unswitched laser was
also used to form slits in metal targets. An inherent advantage of this
method is that the focused beam area attainable with a cylindrical lens is
substantially greater than that for a spherical lens -- by a factor of 100 in
the cited case. This paper mostly emphasizes the practical arguments for
line-focused beams in material processing; however, in the case of line
breakdown in gas or on a dielectric surface, it is also pointed out that
plasma propagation velocity can exceed light velocity, which suggests a
number of interesiing theoretical and practical possibilities.

37. Korneyev, N, Ye., and Yu, I, Pavlov. Generating a plasma
by means of focused single-mode lagser radiation, IN: Voprosy
fiziki nizkotemperaturnoy plazmy. Minsk, Izd-vo Nauka, 1970,
477-478,

A brief discussion is given of spectral studies made of a plasma gen-
erated by single-mode laser breakdown in air, This produces some unique
plasma effects not typical of the usual multimode laser experiments reported
to date. An example cited is the appearance of a bright center region in the
spark, whose generation is otherwise not accounted for. The authors used
a ruby laser generating single longitudinal and transverse modes, at 40 Mw
and 10 nsec duration. The beam was focused for air breakdown by a 30 mm
lens to a 0.2 mm radius spot size., The spark region was recorded by photo-
graphs using narrow-band (AX =20 A) filters, and by spectrography. The
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spectrograms included distinct lines of singly-ionized nitrogen. Plasma
temperature was determined by a relative intensity method to be 55,000°K;
this result was repeatable within +2000° K, which was within the measure-
ment uncertainty range.

38, Korneyev, N. Ye,, and Yu, I, Pavlov, Study of plasma jets
formed by focused single-mode laser radiation, IN: Teplo-
fizicheskiye svoystva nizkotemperaturnoy plazmy. Moskva,
Izd-vo nauka, 1970, 164-166,

Air breakdown studies from focused single-mode laser radiation are
briefly described, in which the configuration of Figure 1 was used. The
authors compare their results to several previous articles, particularly
those of Mandel'shtam et al (ZhETF, v. 47, 1964, 2003). Several phenomena

Fig. 1 - Single-mode laser air spark experiment,
1 - conyex mirror; 2,4 - phthalocyanine filter,
A=6943A; 3,5 - ruby laser; 6 - output mirror;
7 - lens; 8 - spark; 9 - condenser; 10 - spectro-
graph, Pulse width = 20 ns, power = 6 mw.

in spark generation associated with jet formation are considered poorly under-
stood by the authors; the main object in the present tests, therefore, was to
determine electron density Ng and plasma temperature T, as functions of test
variables, Based on observation of N II lines, Te was determined to be

32,000 K; N, was on the order of 6 x 1018/cm3, agreeing well with Mandel'shtam's
figure. In comparison to the latter's wide spread in temperature values, however,
Korneyev and Pavlov report good repeatability of their T data,
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VI. LASER: RADIATION EFFECTS OF LASER-INDUCED BREAKDOWN

39, Askar'yan, G, A.,, M, M, Savchenko, and V., K, Stepanov.
Diamagnetic moment of a strong shock wave from high

temperature optical explosions in gases. ZhETF, v. 59,
10, 4, 1970, 113-1145,

This is an extensive experimental and theoretical investigation of the
diamagnetic moment phenomenon produced in a laser explosion, which has
been the subject of several previous papers by Askar'yan and coworkers, In
the present tests, pulsed laser radiation was focused in various gases within
a pressure vessel, while the resulting plasma generation and magnetic field
behavior were monitored. A high-power Q-switched laser was focused
through a chamber window into a wide variety of gases, including air, N3,
O2, H2, D2, CO2, SF¢, and the noble gases, at a wide range of initial static
pressures, External fields up to 10%0e were simultaneously applied in the
region of the focal point, with an inductive pickoff coil placed around the
focal region to register local suppression of the applied field following an
explosion, The main object of this experiment was to find the dependence of
the generated diamagnetic moment M on incident energy E absorbed in the
spark at various densities P, for each of the tested gases, Tests showed a
nearly linear dependence of M(E/p) for all gases, irrespective of the wide
range of laser energies and gas densities (more exactly, M (E /p)l'z. Further-
more, M was directly proportional to the mass of the ion or atom in question,
The behavior of M was also investigated as a function of the dimensions of the
spark region and of the geometry of the incident laser beam; however, it was
again confirmed that M was dependent only on E, regardless of the variations
in these parameters.

From these experiments, Askar'yan postulates the following model for
the diamagnetic phenomenon in high temperature shock waves, The diamag-
netic perturbation is caused by eddy currents generated by motion of conducting
layers in the medium behind the expanding shock wave, Initially, the dimensions
of the perturbation region may approach those of the shock wave; with expansion
and decreasing temperature at the shock wave front, the eddy current region
becomes confined to the interior higher temperature region, in accordance with
the assumed inverse temperature gradient from the shock wave front back to the
energy release point. The question is then to relate the lifetime of the perturba-
tion region to penetration of the external magnetic field and to shock wave radius
rgn. Askar'yan does this rigorously, showing that the magnetic parameters
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have an almost negligible dependence on rgp, i.e. on time, for a sufficiently
hot spark., He goes on to show that the external field can, in fact, be made
the dominant factor in determining diamagnetic lifetime in the plasma, re-
gardless of the stage of plasma develcpment,

40, Bunkin, F, V,, and A, Ye. Kazakov. Electron heating and
noncoherent hard radiation generated by interaction of
ultrashort powerful laser pulses with matter, ZhETF, v, 59,
no. 6, 1970, 2233-2243,

A theoretical study is described on electron heating mechanisms in
laser-generated plasmas, The analysis is principally concerned with
th» case of pulse widths on the order of a picosecond, at a wide range of
intensities. For intensities I substantially above critical I, it is assumed
that beam interaction is entirely with the plasma electrons and nuclei, with
ionization occurring "instantaneously', i.e. within the first one or two periods
of the exciting radiation, Continued irradiation at this level can result in hard,
noncoherent bremsstrahlung generation from the plasma, conditions for which
are discussed, It is pointed out, however, that brermsstrahlung can also occur
at appreciably lower electron temperatures €e, owing to electron vibratory
energy € 4 . For the sake of analysis, therefore, the conditions governing
bremsstrahlung are defined in terms of two general conditions, namely
€e>€vibr ("heated" electrons) and ee<evibr (""unheated' electrons). Practical
limits for obtaining the critical temperature and plasma density are also
discussed.
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VII. LASER: INTERACTION WITH SOLIDS

41 , Kondrat'yev, V, N,, I. V., Nemchinov, and V. M, Khazins.
Calculating the expansion of a heated surface layer of matter
on the basis of its phase composition. PMTF, no. 4, 1970,
79-90.

The authors consider various combinations of physical effects which
govern the evaporation and ejection of solid matter under high-power laser
radiation, Several theoretical cases are assumed which include one or more
of the phenomena associated with laser explosions, i.e. vaporization, ioniza-
tion, and solid particle ejection of surface layer material, The evaporation
behavior is also shown to depend on target material parameters such as
optical transparency and thermal conductivity, as well as on laser pulse
energy and duration, For released energy f >> heat of evaporation
Q, a self-similar model is assumed to be satisfactory in defining the kinetics
of the exploded mass; however, in cases where f2 Q a more complex situation
occurs which requires numerical solutions based on experimental data.
Examples are given for metals with typical thermal constants, showing that
for applied pulse intervals on the order of 1 ns or less, the increase in depth
of the affected surface layer during exposure may be considered negligible.

42 Vilenskaya, G. G., and I. V., Nemchinov. Numerical cal-
culation of motion and heating of a laser-generated plasma
formed by absorption bursts in vapors of solids. PMTF,

no, 6, 1969, 3-19,

A detailed theoretical study is given of time-variable parameters in
plasmas generated by laser irradiation of solids. The analysis takes into
account the pulsating or '"burst'' variations in plasma pressure which are
shown to occur in the typical beam-target interaction. In such cases the
initially evaporated surface layer expands outward and begins to cool, as
long as it remains relatively transparent to the laser beam, which continues
to evaporate fresh surface layers. This continues until a critical point occurs
when the net evaporated mass becomes optically thick enough to absorb the
incident beam, causing a rapid local plasma heating, ionization, and detona-
tion, while the target surface is temporarily shielded. When this initial
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surface mass is then sufficiently dispersed, it again becomes transparent
and surface evaporation resumes in the same manner. Pressure pulsations
thus will occur thoughout the radiation interval, and the process is nonmono-
tonic except for the initial shielding phase. The authors derive expressions
for various parameters based on this model, together with boundary condi-
tions, Figure 1l illustrates the repeated pressure burst effect measured in
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vs. exposure time.

experimental tests, indicated by the text to be from free-running laser irradi-
ation of a carbon target at a density of 300 mw cm2,

Essentially the same treatment of the pressure pulsation phenomenon
is given by the authors elsewhere (ZhPS, v, 11, no. 4, 1969, 637-643), Here
they also relate the time T required for developing a pressure burst to the
incident optical flux q as follows: q v 1/0‘1, where @ is an empirical constant
on the order of unity.
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43, Grevtsev, N, V,, V, G, Karabutov, A, S. Skripnichenko,
and A, A, Uglov., Calculated and experimental values for
depth of the evaporated layer in silicon from the effect of a
Q-switched laser, FiKhOM, no, 3, 1970, 8-13,

Laser parameters are studied which become the critical factors in
controlled beam-target applications such as crater formation and spectro-
scopy of surface materials., The mode, power and pulse duration must be
choson to produce the desired amount of material evaporation, ionization,
etc., thus a free-running laser will produce a desired degree of vaporization,
but its relatively long pulsewidth does not provide the energy densities needed
for surface ionization in spectral studies, Hence for the latter purpose a
Q-switched mode is preferable, which causes evaporation only to depths of
1l —2u, Experiments in controlled cratering are described in which a Q-
switched ruby was used on silicon specimens, operating at 40 nsec pulses
with intanelties on the order of 10w/ em2in & 201 diamoter sputs, Thaary
indicates this should yield craters several microns deep in Si, which proved
to be the case, Photos are included showing a crater directly after formation,
and then with ejecta cleared away.

44, Rykalin, N, N., and A. A, Uglov. Effect of internal vaporization’
on lager heating of metals, FiKLOM, uwo., 2, 1970, 30-33,

In laser heat.ng for welding purposes a solid bond may be prevented by
spatter outside the liquid-phase fusion zone, principally when beam temperature
exceeds some critical value for the particular metal. The present paper
examines several factors that, along with beam focusing, can lead to spat-
tering. A common method of combatting this phenomenon is to increase the
duration of the lager pulee (i, e,, reduce beam power dencity), which in tarn
retards heating and lowers the critical temperature of the liquid metal, One
of the probable spatter mechanisms is intense boiling of the liquid phase as
a rasull of superhoating within a short time (relative to pulse duration), Tt is
noted that even at beam intensities over 10 w/cmz internal vaporization plays
no significant role in metal breakdown, If the material contains considerable
amounts of evolved gases, or if the metal has gas cavities or microscopic
pores, the volume of gas can during rapid heating form hundreds of spaces
in the basic metal. Under intense heating the gases are liberated, which can
lead to partial spattering, Another factor promoting boiling in heterogeneous
materials is the presence of an interface area, whose contact is usually
imperfect. If the melting point of the lower material is higher than that of the
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upper, the surface of the solid phase can initiate formation of nuclei in
microcracks of the solid surface, Gas bubbles are facilitated by spike
laser pulses in free-running modes, which can lead to surface temperature
pulsations and consequently to internal compression waves and damage of a
degree equivalent to that experienced with ultrasonic waves. This spike
structure can also increase the probability of bubble formation through
amplification of local density fiuctuation in nucleus-formation areas. A
qualitative analysis of the dynamics of spatter development in the presence
of gas vapor bubblas thus concludes that bubble growth is determined by the
degree of superheating at the end of the pulse, i nd that a substantial increase
in the volume of internal gas and vapor phases can cause'spatter,

45, Bykovskiy, Yu. A,, N, N, Degtyarenko, V. G, Yelesin,
Yu, P, Kozyrev, and S, M, Sil'nov. Energy spectra of
ions formed by the interaction of laser radiation with a
solid target. ZhTF, no. 12, 1970, 2578-2580,

Energy distributions of multiply charged Co2J, Tajgi, and W;gg ions
formed during laser irradiation of a solid target were determined by a time-of-
flight mass spectrometer with a magnetic analyzer. A three- sta%x laser with
a maximum power W=2 Gw and a beam density of up to qmax-lo w/cm was
employed. Ion energies for z=1~25 are plotted for Co at q=q,,,x The
number of ions decreases consistently during a single laser pulse, and E,
increases monotonically with an increase in z, With a decrease in q the ions
exhibited lower z maxima, and E, exhibited weak dependence on q. The
interpretation of these results is based on the assumption of thermodynamic
equilibrium in the plasma, and establishment of steady-state vaporization and
heating during the period of interaction. Theoretical threshold q values for
the formation of Co ions are shown %o be in good agreement with experimental
values, Analysis of the latter shows that ion groups with corresponding T and
' z(T) exhibit independent accelerations. It is noted that analysis of energy
spectra supplies information on the physics of laser beam interactions with
solids and on the kinetics of plasma flare dispersion. This offers the possibil-
ity of determining the ionization potentials of elements and the recombination
time of multiply charged ions.

46 , Korunchikov, A, I., V, V, Panteleyev, O, I. Putrenko,
and A, A, Yankovskiy. Relationships governing the
ejection of metallic material from laser irradiation.
ZhPS, v, 12, nc. 5, 1970, 819-823,

The magnitude of optical ejection of metals depends primarily on their
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melting point. Another important contributor is the amount of light energy
reflected by them; the amount of laser energy absorbed by the metals in fact
constitutes a small part of the total incident light energy. The major ejection
can be considered to occur in the form of the molten phase, and not in the
form of vapors. This explains the absence of a relation between atomic
weight and the magnitude of ejection, as wcil as the distance of the condensa-
tion zone from the surface of the metal. "hese relationships are illustrated
in the enclosed table. Z'hese data for a pulse energy of 10 j, at A = 1060 nm,
pulse duration of 7+10” ~ sec, focal length of 200 mm, spot diameter of 0.1 mm,
and a random generation mode. 71he amount of ejecta also proved to be
independent of ambient pressure, but dependent on the density of the laser
energy around the sample, the degree of ''moderate'' damage being a function
of a melting point and coefficient of reflection: the lower the latter, the less
intense the energy density required for moderate damage. These two proper-
ties also determine ejection distance and direction, The phase behavior, i
condensation zone, and the effects of single-pulse and spike laser modes on
the ejected material are also discussed,

47 Putrenko, O, I., and A, A, Yankovskiy. Characteristics
of material ejected as a result of laser irradiation. ZhPS,
v. 11, no. 4, 1969, 617-622,

Explosive ejection of target material under laser irradiation at 108 -109
w/cm is known to occur primarily in the condensation phase. The present
paper deals with relationships governing the spatial distribution of this phase,
for the case of free-running laser generation. Experiments were run with a
GSI-1 laser at an erergy of about 7 j; focal distance was 200 mm., A 5-mm
long carbon cylindrical tube with an interior diameter of 4 mm was affixed to
the target surface, and the laser beam was aimed down its axis, so that
material ejected by the laser beam adhered to its interior walls, After the
tube was removed, metallic beads formed from the ejecta were found on the
surface of several metals., The density of the beads decreased markedly with
height, and they became progressively more jagged. The most pronounced
jagged effect occurred with copper, followed by zinc and iron; lead and tin
samples produced no bead formations, although they experienced much greater
mass ejections. A glass plate in front of the sample and normal to the beam
‘was uged to study angular ejection, An annular distribution, with its center
at the point of beam incidence, was observed, maximum material density
occurring within the inner circle of the ring. In the region next to this circle
ejecta density and particle size were small, Density maxima for the craters
of various metals are discussed, along with the relationship of crater charac-
teristics to ejecta and beam duration. A crater-formation process is suggested
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on the basis of these observations, The relationship of ejecta angular distri-
bution to beam density is described. The experiments also investigated, for
purposes of spectral analysis, the extent to which the chemical composition
of the ejecta corresponded to that of the irradiated material. Copper-zinc
alloys and silicon-brass samples were used. In both cases the results indi-
cated that these materials behaved like single metals with respect to ejecta,

48 .« Alekseyev, N. I., N, V, Volkova, T, V, Stepanova, and
L. M., Shestopalov. Surface damage to lithium fluoride
single crystals from laser irradiation, FTT, no, 10,
1969, 272G-2723,

It is shown that centers of surface damage in laser-irradiated LiF
single crystals are not related to mecha:.iical surface defects. Their number
and nature depend largely on the structural state of the crystal as a whole,
This conclusion is based on experiments using varied structures of LiF’' samples,
i.e. diverse production methods, dopant contents, and color centers. The
samples had a thickness of 3 —5 mm, were cut along the cleavage planes,
and exhibited some surface shear. The crystals were irradiated by an Nd
spiked-beam laser, at a distance of 96 cm, (f=100 cm), and the irradiated
samples were then photographed. During the experiments attention was
centered on the threshold of surface damage, the threshold of surface lumines-
cence, the nature of damage in different samples at identical energies, and
the size and number of damage centers, The main conclusion drawn from
these experiments is that the limit of interior optical strength correlates with
the threshold of interior optical damage and is a function of the structural state
of the crystal as a whole, Photographs at 400 X magnification are included,
showing details of damage centers in several LiF specimens at pulse energies
from 3 to 10 j.

49 . Volkova, N, V., Yu. A, Yershov, V, A, Likhachev, V, P,
Osachev, A, A, Patrin, A, P, Fedotov, L. M, Shestopalov,
and I, D, Yaroshetskiy. Effect of optical inhomogeneities on
damage processes from laser irradiation of polymethylmetha-
crylate, FTT, no. 2, 1970, 2672-2675,

A systematic approach to determining the optical strength of transparent
bodies should include comparative analyses of the stability/strength threshold
and of the nature of damage for a wide variaticn in densities of initial structural
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deficiencies. A previously reported method for producing samples with
varying inhomogeneity densities is employed here for nine PMMA specimens
subjected to spike and single-pulse laser beams, to derive numerical char-
acteristics for structural and strength parameters. The main observations
were the following: (1) samples subjected to spike modes exhibited a damage
threshold at least an order of magnitude lower than tliose under single-pulse
radiation, At equal pulse energies the specimens differed in the extent of the
damage area and the density of damage centers; (2) the density of the initial
opaque inclusions correlates with the frequency of damage centers: the higher
the density, the greater the number. (It is noted, however, that one sample
with no inhomogeneities experienced damage of a nature similar to that of the
remainder, ); (3) with a Q-switched laser the damage zone comprised two

_ parts: a continuous threadlike track in the focal region and a set of microcenters
whose density diminished with their distance from the main focal point; (4) at
high beam intensities damage can occur in material without inhomogeneities.

50, Afanas'yev, Yu., V., E, M, Belenov, O, N, Krokhin, and
I. A, Poluektov., Se¢lf-consistent heating of matter by a
laser pulse under conditior s of nonequilibrium ionization,
ZhETF, v. 60, no, 1, 1971, 73-82, '

This theoretical paper deals with the one-dimensional plane problem of
forming a multiply ionized plasma by a high-power laser pulse (q > 1012w/ cm?)
striking the surface of a solid target consisting of heavy elements, and occupy-
ing a half-space xs 0 under conditions of nonequilibrium ionization. Analytic
expressions are derived for the hydrodynamic parameters, electron tempera-
ture, and ionization level of the plasma as functions of time, beam flux density,
and target properties. Under conditions of thermodynamic equilibrium, the
ionization energy is the basic component of . he intrinsic energy in the partially
ionized plasma. This being the case, at lar e flux densitiee the presence of
nonequilibrium conditions causes plasma be! avior to resemble more closely
that of an ideal gas, the pressure and internil energy of which are determined
by electrons, and the inert properties, by its ions. This nonequilibrium implies
also that the plasma produced by heating has a comparatively high temperature,
a fact that can be used in those cases where it is desirable to raise plasma
temperature., However, this implication holds only in those cases in which
energy losses arising from radiation or thermal conductivity do not play an
essential part.
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51 . Karasev, I. G,, V. M, Kirillov, V. E, Norskiy, V., I,
Samoylov, and P. I, Ulyakov. Kinetics of metal damage
by a laser operating in a free-running mode. ZhTF, no. 9,
1970, 1954-1959,

The development of laser cratering in metals was studied experimentally
with x-ray and high-speed photography, the latter also being used to study the
dispersion of ejecta outside the crater. Laser wavelength was 1,06u, focal
length was 100 mm, and pulse duration was 2 —2.5 msec at an average density
of 107 w/cm? and pulse energy of 70 —400 j. The x-ray system, which is
explained in a diagram and in the text, made it possible to obtein three shadow-
graphs within a crater at any moment of beam=--target interaction without
interfering with the processes taking place. The metals studied were aluminum,
copper, molybdenum, tin, nickel, zinc¢, iron, and hardened 30KhGSA steel.

The basic experimental results showed the following: (1) variation in crater
depth L(t) was qualitatively the same for all metals; (2) the initial rates of
intensive crater-depth development were considerably higher than the mean rates
with respect to light flux reduction at the bottom of the pit; (3) in all metals
intense cratering began not at the beginning of irradiation but after a certain
delay that diminished with an increase in flux density; (4) crater formation
ceased before the end of the laser pulse. An increase in mean flux density q
did not always produce an increase in L(t): beyond a limiting q value, increased
density did not increase pit depth; (5) crater diameter during the pulse increased
at all sections, this growth diminishing toward the end of irradiation, Fo1 the
heavy metals the angle of ejecta dispersion decreased at the same time. The
results of high-speed photography for various periods in the ejection process
are presented in a table that gives, for each metal, the q value, frontal and
lateral flare velocity, and shock wave velocity.

52. Kirillov, V. M,, ani P, I, Ulyakov, Ratio of the liquid and
gas phases in metals irradiated by a focused laser, FiKhOM,
no. 1, 1971, 8-12.

Two experimental methods were employed in laser irradiation of metals
to determine approximately the postpulse phase ratios of vapors and melts and
their variation in the course of the damage process. Pulses with 100 —140 j
and a duration of ~ 10-3 sec were focused on a metal surface (S~ 4° 10-3 cmz),
producing deep cratering., Fusion prcducts were expelled beyond the radiation
zone., Crater depth and ejecta phase composition at various radiation energies
were investigated for tin, copper, iron, and aluminum, The first rmethod cited
utilized the energy balance of the breakdown process to derive numerical values
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for metallic vapors from treakdown energy losses, determined by means
described previously by the authors. The range of errcr was estimated to
be 15 — 35%, depending on the metal. The other method measured ejecta
impulse magnitudes by means of ballistic pendula; the measurement error
range was 15 —20%. Results with the two methods varied over a range of
50%, which is considered good agreement. Gaseous ejecta composed approxi-
mately an order of magnitude less material than those of the melt. The
experimental data were used to plot the ratio of the gas component over the
duration of the pulse., These curves were confirmed experimentally by
irradiating a rotating target: the vapor phase could be discriminated because
the vapor dispersion velocity was much greater than the velocity of the

liquid phase.

53, Alekseyevskiy, N, Ye,, V. M, Zakhosarenko, and V, I,
Tsebro. Superconductivity in Au—Ge films obtained by
vaporization with a laser pulse. ZhETF PvR, v. 12, 1970,
228-231.

A paper by Luo, Merriam, and Hamilton in 1964 showed that rapid
cooling of Au—Ge alloys with a Ge content of 30 — 66% was accompanined by
superconductivity, the critical temperature varying from 1 to 1,63°K, In
the present paper measurements are reported that were made in films
obtained from a 1:1 Au—Ge alloy condensed from alloy vaporization products
of a pulsed Nd laser onto a substrate at liquid nitrogen or helium temperatures.
The alloy was produced in a high-frequency furnace in quartz ampule in a helium
atmosphere, This alloy in liquid helium displayed no superconductivity down to
1,4°K, Films were obtained by two methods that are described in detail. Films
produced by either method exhibited a transition to superconductivity at 2, 7°K; a
sharp drop in voltage with temperature began at 2. 75° K and ended at 2,25° K,
After the helium vaporized and the film reached room temperature, the transi-
tion to super conductivity occurred at a temperature close tc that reported in the
cited 1964 study. The experimental data show that ia laser vaporization onto a
supercooled substrate a modification is established in the Au—Ge system which,
after heating, is converted to the modification produced by Luo et al. The new
modification can perhaps be explained by the fact that the condensation rate during
laser vaporization was much greater than in the 1964 study.
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54, Anisimov, S. I. Effect of ultrashort laser pulses on absorptive
substances, ZhETF, v, 58, no, 1, 1970, 337-340,

An analysis is given of the dynamics of material evaporation by laser
pulses on the order of a picosecond, and significant differences are pointed
out between these recults and those obtained with the usual longer duration
pulses. The specific differences occur in the mechanisms of condensed matter
evaporation and in the kinetics of expansion of the resulting plasma. The author
assumes a laser pulse duration well below the characteristic time for hydro-
dynamic motion, T, thus mass motion during the pulse interval may be
neglected and the hydrodynamic and optical portions of the problem can be
treated separately., The analysis shows that determination of specific vapori-
zation energy and of vaporized mass can be obtained from knowledge of shock
wave parameters in the target material, It is found that for sufficiently short
pulses, the evaporated mass M is related to absorbed energy Q by M~ Q 1~
where o <1/6. This is contrasted with the normally longer applied pulse, in
which case the specific energy of evaporation rises rapidly with increased Q.

55 . Asgkar'yan, G. A,, and N, M, Tarasova, Initial stage of the
optical explosion of a particle of matter in a powerful light
beam. ZhETF, v. 60, no. 2, 1971, 617-620.

This theoretical paper is concerned with the very early stages of plasma
generation from powerful laser impact on a solid, i.e. the period during which
the size of the exploded volume of matter has not yet exceeded the dimensions
of the incident laser beam, For their analysis the authors assume a simplified
physical model in which total energy absorption occurs in the initially dense
plasma, which is justified on the basis of known strongly nonlinear absorptive
behavior to very powerful ultrashort laser pulses. In view of the resultant high
electron thermal conductivity and small initial plasma dimensions, one may also
safely assume an even temperature distribution throughout the plasma at this
stage; furthermore, the short time interval involved permits the assumption of
no radiant heat loss from the plasma. With these qualifications the authors use
energy balance methods to arrive at a characteristic initial expansion velocity
vo which depends only on incident flux density and initial material density.
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For example, for a laser power of 10 12 W and a focused spot diameter of
10-2 cm, flux density is 10 23erg/cmzx sec and vq = 108 cm/sec, correspond-
ing to a divergence energy on the order of 10 kev., It follows that in this
interval the thermal energy is far greater than the kinetic energy of dispersion.
Askar'yan also arrives at an interesting conclusion, namely that during a
subsequent interval the plasma radius and velocity increase at an exponential
rate, which is untypical of exothermic gas dynamics, From these analytical
results, Askar'yan concludes that the described initial interval is the most
significant in plasma development from laser pulses on the order of a pico-
second; in fact, he characterizes the later stages of plasma expansion in such
cases as trivial,

56 . Batanov, V, A,, F, V., Bunkin, A, M, Prokhorov, and
V. B. Fedorov. Motionless shock wave generated by
stationary vaporization of metal by laser irradiation.
ZhETF, PvR, v, 11, 1970, 113-118,

The dynamics of metal vapor dispersion were studied by high-speed
photography with a long laser pulse duration in comparison with typical vapor
movement time, i.e., the vapor is assurned quasistationary. Attention was
first directed to the motionless (relative to the target) shock wave, at whose
front occurred the transition from ultrasonic to subsonic vapor flow., The
experiments used bismuth as a target in a helium atmosphere. Laser para-
meters were typical for such experiments, The shock wave was spherical with
a transparent surface, only the contour being visible; the growth and motionless
part of the wave are illustrated, Conditions under which a jet develops behind
the wave are described, its charac’eristics are noted, and its velocities before
and behind the front are computed. It is shown that v1/vz> 3.7, i.e., the shock
wave is powerful., This ratio is used to derive an equation for the relationship
between shock wave dimension R and helium pressure., In experimental con-
firmation of this equation, R was observed to increase with an increase in the
diameter of the irradiated spot, as predicted by the equation. The same gas
dynamic behavior was observed in experiments with aluminum, and is predicted
for other metals, Determination of motionless shock wave characteristics makes
it possible to find values for particle density and the temperature behind the wave
front and thereby to explain the phenomena associated with laser absorption in
metal vapors, including plasma flares. Finally, the results can be used to
determine the initial conditior s of movement on the target surface.
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57, Bonch-Bruyevich, A, M., Ya. A, Imas, M, P, Libenson,
and B, N, Spiridonov, Damage threshold in thin laser-
irradiated metal layers., ZhTF, no, 3, 1970, 658-659,

In a previous paper by Libenson the thermal model of laser--metal
interaction, when applied to thin layers, including films, showed that the
rates of heating and vaporization are functions of the relationship between
the specific internal heat of the layer and the heated area of the substrate,

In the present paper the boiling point is taken to be the damage threshold
for a thin metal layer in air, At this temperature thin films are completely
destroyed, while thick mirror layers suffer irreversible loss of reflective prop-
erties. An approximate calculation of optical flux threshold density 9, is made
by extrapolating a temperature-time function to the temperature range
Tmelt—Tboijle This extrapolation, which is based on the fact that while absorp-
tive capacity exhibits stepwise growth during metal fusion, additional heat losses
occur at the same time in the phase transition during melting, indicates that
with an increase in pulse duration the threshold of layer damage drops in pro-
portion to 1 2. This relationship is plotted for the case of aluminum, It iz noted
that the greatest q, values depend on the heat conductivity of the substrate and
the initial absorptive capacity of the layer. Layer strength improvements are
therefore to be sought in the conditions of heat exchange to the substrate. Tests
with a 100y silver layer deposited on polished glass showed the damage threshold
for a laser in the free-running mode to be v 4 kj/cm2 (sic) . A reflector of this
type is reported in operation for two years without breakdown, as the opaque
mirror of a laser resonator operated in both free-running and Q-switched modes.

58, Kulyapin, V., M, Problems of thermal conductivity in phase
transitions, Inzhenerno-fizicheskiy zhurnal, no. 3, 1971,
497-504,

An approximate method is developed for solving heat transfer problems
in the two-boundary case shown in Figure 1, The model assumes an intense
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Fig. 1 Model for phase
transition problem,
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incident flux in the range of 10 7_10l4 w/mz, such as from a focused laser
beam, electron beam, etc., Expressions are derived for determining motion
of the transition boundaries and for surface temperature variation with time,
A comparison of some approximate solutions with experimental data is shown
in Tables 1 and 2,

Pulse X, mm
Material q, w/cm2 width, sec | meas calc
Duralumin 1.5 x 1010 | 3 x10-7 2 1.67
Iron 4,2 %1010 | 1,2x10°7| 0.7 .85
Iron 2.3x10% | 1.5x10°3| 0.6 | 0.6
Table 1 - Calculated vs, measured values for

depth of fused region, x.

Ty °K
Material tx 10"3, sec| S, cm? 9, w/cm2 meas calc
U-8 steel 1.5 '10'24 2.4x 102 6400 5400
Kh VG 0.5 3x10 2.3 x 10 9600 7500
Armco iron 1.5 6 x 10°3 2.3 x 1()6 4500 4260
Table 2 - Calculated vs. measured values of surface
temperature T,,.
59, Lugovskoy, V., B, Calculating surface temperature of a

metal target heated by a free-running laser beam. Izv
AN UzbSSR, Seriya fiziko-mate maticheskikh nauk, no. 5,
1970, 51-54,

Problems of heat transfer in laser beam-target interactions can in limited
cases be solved by staundard thermodynamic theory; in the case of a free-running
laser, however, complex time variations in power and energy density make the
classic approach tedious. Lugovrkoy suggests instead an approximate method
for computing heat transfer in the target surface region for the free-running
laser case. This method arrives at transfer conditions for one pulse and extra-
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polates these results by a smoothing operation, over the duration of the
applied pulses, Experience has shown that integral heating computed in
this manner is reasonably accurate for individual pulse periods on the order
of 10 -2 —10~4 gec.

60, Savos'ko, G. Ye. Planar one-dimensional vapor motion for the
case of energy absorption in the outer layer of the evaporative
material and for heamed energy transfer to a sublimating sur-
face. PMTF, no. 1, 1971, 153-155,

Expressions for vapor motion are derived for the idealized case of intense
beamed energy absorption in a cold, motionless absolute black body, resulting
in both vaporization and sublimation of the target material. Using a generalized
set of integral equations, the author calculates dimensionless parameters of the
evaporated material for the assumed case of an iron target. The results show
that an intense energy input to the evaporated surface layer is accompanied by
appreciable heating of the adjacent surface with resultant sublimation; the
sublimating surface in this case will be strongly shielded by the vaporized mass.
The secondary beam energy transfer from the vapor region to the sublimating
surface is pointed out as one qualitative difference in the analysis of a similar
model given earlier by Afanas'yev et al (PMM, no. 6, 1966; ZhETF, v. 52, no. 4,
1967) and Krol' (PMTF, no. 4, 1968).

61. Volosevich, P. P,, and Ye. I. Levanov., Effect of thermal
conductivity on propagation of laser-generated absorption
waves. DAN, v, 194, no. 1, 1970, 49-52,

This paper is a quantitative treatment of the same pressure and absorp-
tion ""burst'' phenomena already described in the article by Vilenskaya and
Nemchinov herein (PMTF, nc. 6, 1969, 3-19), and essentially repeats their
analysis. Volosevich extends the problem to a second general case for reduced
beam intensities (on the order of q, = 108 w/cm2 or less}, in which case a shock
wave is not formed in the plasma, and the expansion process is appreciably
slowed down., For this'temperature wave' condition the plasma remains quasi-
stationary for a relatively long time, which can be an advantage in terms of the
shielding it provides for the underlying target surface. Two general cases must
therefore be considered, depending on the level of incident flux and temperatures
in the burst region, i.e. either a detonation wave or a temperature wave will
determine the absorptive behavior of the plasma,
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VIII. DEFORMATION

62 . Dudukalenko, V. V., and M. B, Romalis. Propagation of shear
cracks in residual stress fields, PMTF, no., 3, 1970, 117-119,

A brief theoretical treatment is given to the problem of longitudinal
shear crack propagation in a medium subjected to an arbitrary field of
internal stresses, From general expressions for stress parameters the
authors develop local criteria for crack propagation under cyclic loading
conditions, and indicate the applicability of these criteria to fatigue phenom-
ena, The model used assumes propagation in an unbounded x-y plane having
an existing internal stress pattern; in this case the latter can be described
in terms of helical dislocations whose axes are normal to the x-y plane,
Graphical solutions are given, including one defining fatigue limitations,

63. Finkel', V. M., I. S, Guz', I. A, Kutkin, and A, Ya,.
Volodarskiy. Generation of Rayleigh waves during the
development of cracks. FTT, no. 8, 1970, 2300-2305,

Destructive stress tests on plexiglass are described in which Rayleigh
waves were observed at the boundaries of cracks propagating on the specimen
surface, The wave recording equipment and procedure are described.
Spectral analysis of the wave oscillograms, using an M-20 computer, showed
that for the tested plexiglass specimens the Rayleigh pulse spectra lay in the
0 to 200 KHz range. An evaluation of spectral energy distribution showed
maximum energy concentration in frequencies up to 100 KHz., The analysis
also correlates the destructive conditions with Rayleigh wave parameters.
Typical oscillograms of Rayleigh waves are included,

64 . Gol'dshteyn, R, V,, I. N, Ryskov, and R, L. Salganik,
Centered transverse crack in an elastic strip, Mekhanika
tverdogo tela, no. 4, 1969, 97-104.

An analysis is presented for propagation of a transverse crack in an
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elastic material, as indicated in Figure 1., An infinitely long strip of width

Fig, 1 - Transverse crack
propagation model,

=L

2 L is assumed with an initial centered crack of width 21, Uniform and
symmetrical loading p(x) is applied in the y-direction, as shown, The
object was to obtain expressions defining stress concentrations in the
vicinity of the crack terminations, for both uniform and concentrated
application of p(x). Previous approximate sclutions by several other authors
are reviewed and criticized. The authors conclude that tne problem is best
attacked by a method using the Fredholm equation of the second kind, which
will provide solutions for any arbitrary kind of applied stress distribution;
the analysis given, however, is limited to the symmetrical loading case
cited above.

65 . Ivanov, A, G,, V. A, Sinitsyn, and S, A, Novikov, Scalar
effects on dynamic damage to structures. DAN, v, 194,
no, 2, 1970, 316-317,

Theoretical and experimental studies are dercribed to determine the
effect of scale factors on damage to structures, particularly for the case of
explosive stressing. Tests were run on type 22K steel vessels with centrally-
located explosive chargec: vessel radii R were 5, 15, and 75 ¢m, with
corresponding wall thicknesses of 0,214 R in each case, The limits of the
destructive range, i,e,, crack formation thresholds, are shown in Figure 1
for theoretical and experimental values, The ordinate & ="™M/M, the ratio
of charge weight to vessel weight. The results demonstrate the strong depen-
dance of damage behavior on scale factors,
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Fig. 1 - Damage threshold to 22K
; steel vessels. a - destruction;

J b &7, { b - no destruction; I, II - theoretical
o ’ damage in elastic and plastic ranges.
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66 ., Kamins'kyy, A, O. Kinetics of crack development in viscous-elastic

materials. AN UkrSSR., Dopovidi, Seriya A, Fizyko-tekhnicani
ta matematychni nauky, no. 9, 1968, 856-860,

An equation describing the steady advancement of the crack ends in a
viscoelastic solid is derived, and analytical formulas for determining the propaga-
tion of crack points in an infinite viscoelastic strip are discussed as an example,
The plane state of stress in a viscoelastic solid weakened by a macroscopic
crack is examined in a quasistatic formulation, considering the crack propaga-
tion under a constant loading associated with the creep phenomenon, The stress
and strain distribution in the viscoelastic solid can be obtained {(according to
Volterra's principle) from a corresponding elastic solution by replacing the
elastic constants in it by time operators; this principle is true also for an
increase of the crack's length in a certain time interval, and is used here, The
c¢ohesion forces are accounted for by using the surface energy approach, because
the effective surface energy is practically independent of the rate of the steady
crack point propagation, and does not vary during the whole process of the
crack development, An expression for a time related function (depending on the
type of crack and load, and on the solid's geometry) which determines the size
of an advancing equilibrium crack of length in a viscoelastic medium under
constant load, is derived, A sample examination of the development of a crack
across infinite strips (of Maxwell and of Kelvin materials) of width 2 L. subjected
to longitudinal tension is presented, and formulas for determining the instances
at which the crack point propagation becomes unsteady (accelerated), and when
the crack reaches the critical length, which leads to the fracture of the strip,
are given,
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67. Kiyalbayev, D. A., and A, I. Chudnovskiy., Destruction
in deformed bodies. PMTF, no. 3, 1970, 105-110.

Studies of damage in solids now conclusively have shown that the damage
process begins almost instantaneously with load application, The initial stage
in this process has a quasisequilibrium character, which permits it to be
described in terms of an irreversible thermoiynamic process. From a molec-
ular point of view, the damage process develops from structural irregularities,
i.e. destruction of the initial order begins, depending on interaction of forces
among system elements, as a function of entropy change within the system.

This may be arrived at also through the approach suggested by Born for the ana-
logous case of flow and damage. In the present article the authors formulate
the conditions for local damage, and give a phenomenological description of the
damage process which takes into account the contributing physical and chemical
parameters. Specific examples of viscous damage are included, and theoretical
and experimental data are compared.

68. Kudryavtsev, P, I. On the stress required for propagation
of fatigue cracks. Zavodskaya laboratoriya, no. 11, 1970,
1374-1379,

This is a broad review of the author's and other previous papers on the
subject of fatigue crack propagation. Factors of stress concentration, stress
cycling rates and material properties are analyzed as functions of crack propaga-
tion characteristics, Graphical examples are given showing fatigue crack
formation as a function of bending and tension/compression cyclic loading. It
is shown that regardless of existing residual stress conditions, fatigue cracks
will not begin to appear until the applied stress at the specimen surface reaches
some critical value. The treatment is developed in detail for the general cases
of smooth surfaces and for notched surfaces, where fatigue cracking is assumed
to commence from stress concentrations at the notch,

89 . Lepik, Yu. R Propagation of plane plastic waves in a thick
plate. PMTF, no. 1, 1971, 100-106.

A theoretical study is described of the propagation and interaction of
high-amplitude plane waves in a thick plate, whose free surface is subjected
to a monotonically increasing compression load. The case is considered for
appreciable plastic defcrmation; effects of temperature and deformation rate
on the mechanical parameters of the medium are neglected. The problem is
formulated and solved by means of Lagrange variables. An approximate rnethod
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is included for reproducing the structure of the shock wavefronts. The
pressure and velocity of a particle at a given location and time are deter-
mined by the method of characteristics. A numerical example is given
illustrating the proposed approach.

70 . Morozov, Ye. M. Relations between energy criteria for
destruction and mathematical modeling of deformation
phenomena at crack terminations., Prikladnaya matematika
i mekhanika, no., 4, 1970, 768-776.

This paper is an extensive critique of recently published work on the
theory of crack propagation in plastic and brittle solids. The author cites
at length an article by Rayzer (Uspekhi fizicheskii nauk, v. 100, no. 2, 1970)
which itself summarizes the state-of-the-art in crack propagation theory,
and in the process refutes some work of a number of authors in the field,
notably that of G, R. Irwin, Morozov defends Irwin against Rayzer's criti-
cism at length, and concludes in effect that Rayzer is less knowledgeable on
the subject than many of those criticized by him.,

71. Mikhaylov, A, M., Propagation of shear cracks in LiF
single crystals, PMTF, no. 4, 1970, 119-122,

Experimental data from shear crack propagation in LiF single crystals
is reviewed and compared to theoretical values for crack formation in quasi-
brittle materials. Tests were ; :rformed on square rod specimens 4 x 4 x 50 mm3
in size, with cracks induced in a cleavage plane by forcing a split end apart,
as shown in Figure 1. Propagation was forced at constant velocities of 195,

7
Y Fig. 1 - Shear crack

+
E.—._ propagation in LiF,

- s '

550 and 2000 mm/sec, and also at an accelerated rate by using gravity force
for the cleavage, as indicated in the figure., High speed photos of the crack
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frontal point were taken, a sample of which is included. The results confirm
a basi~ proposition in quasibrittle destruction theory, namely that constant
energy is expended in crack propagation for the case when the newly exposed
area is of constant dimensions,

72 . Popov, K. V., and A, P, Kazantsev., On the conditional
critical temperature for a given probability of crack
generation and propagation for the brittle damage case.
FiKhOM, no. 1, 1971, 71-74, '

It has been established that for steel in the transition temperature range
to the brittle state, crack formation is inhibited by plastic flow, From this it
is shown that the probability of crack formation Px in the brittle state is given by

P, = exp {—-t.v. exp( — %)}

where t] is stress application time during crack fcrmation, v is a frequency
multiplier, U; is activation energy for plastic flow, T is temperature, and k

is Boltzmann's cnnstant., It is emphasized that the subsequent propagation
characteristics of the crack depend on the thermal conditions during lcad appli-
cation, Thus if plastic relaxation occurs at the crack terminus during stress,
then propagation will be viscous, with high energy absorption, If plastic relaxa-
tion does not take place, however, propagation proceeds as in the brittle case,.
In this event the probability for further crack propagation has the same form as
the above equation, Graphical data are given relating these factors for type

45 steel,

73 . Solov'yev, V. A, Dynamic theory of crack formation in
crystal. FTT, no. 9, 1970, 2725-2728.

The theory of crack propagation based on combining of dislocations
is analyzed. This postulates a confluence of a dislocation system in the slip
plane into one overall dislocation, The probability of this combination is a
function of the attractive and repelling forces among dislocations and the
mean separation distance between dislocations. The combining action may
commence whenever the mean separation distance x approaches a critical
value x,, as for example by applying shear loads in the slip plane. Since a
dislocation has mass, it can be accelerated in a stress field to rapidly
approach the critical x;, leading to crack formation. The author analyzes
the problem on the foregoing basis, assuming the general case of rapid dis-
lncation movement,
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IX. RADIATION DAMAGE

74 . Zubov, V, V,, V., F, Khokhryakov, and Yu, F, Tuturov.
The dielectric properties of polymer materials during
pulsed gamma-neutron irradiation, Vy okomolekulyarnyye
soyedineniya, Seriya B, Kratkiye soobshcheniya, v, 11,
no. 5, 1969, 324-325,

The dielectric properties of polyethlene, poly (tetrafluoroethylene)
(oriented and nonoriented), polystyrene and poly (Me methacrylate) were
measured in a field of pulsed gamma-neutron irradiation, The measure-
ments indicated that the dielectric loss and dielectric permeability were
proportional to irradiation intensity (I). Plots of conductivity vs I confirmed
that the dielectric properties of insulators measured during irradiation were
dependent on their structure.

75. Muinov, T. M., and A, M, Mavlyanov. Determination
of activation energy of thermal decomposition of gamma-
irradiated polystyrene. DAN TadzhSSR, v, 13, no. 11,
1970, 13-16.

In a continuing study of the thermal decomposition of irradiated poly-
styrene (PS), the kinetics of the process were determined by mass sps.ctro-
metry in both original PS and PS irradiated with a 2 x 108 r dose of gamma -
radiation from a Co®0 source. The stepwise increase in the decomposition
rate of the irradiated PS with a similar increase in temperature indicated
that a breaking of chemical bonds occurs with liberation of a volatile monomer
product. The plots of the calculated activation energy E of the process versus
relative weight loss 4 W/W of both original and irradiated PS indicated a
two-phase process. In the first phase, corresponding to a 36 kcal/mole E
level, breaking of the weak bonds occurs, The extent of the first phase of
thermal decomposition of the irradiated PS was increased to 27—30% in A
comparison to 8~10% in the original PS. This fact indicated an irradiation
promoted increase by a factor of 2,5 to 3 in the quantity of the weak bonds.

In the second phase, corresponding to 46 kcal/mole, thermal decomposition
proceeds through breaking of stronger bonds of a certain type.
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76 . Zimakov, I. Ye., V. P, Pletnev, A, M, Chernyshov,
N. P. Zhuravlev, V, A, Yanchin, and V, I. Spitsyn,
The effect of neutron-irradiation on the characteristics
of the hydrogen electrode of a low-temperature fuel cell.
Kinetika i kataliz, v, 11, no., 6, 1970, 1583-1584,

A number of hydrogen electrodes with Raney nickel-base catalysts
were irradiated witha 2.4 x 10 3 neutrons/sq cm x sec flux for 360 and
720 hours. Irradiated and non-irradiated electrodes from the same batch
were tested in a hydrogen-oxygan cell with 7 N KOH electrolyte at 90°C
and Pyp = 0.6 atm, The current voltage characteristics show that the initial
polarization of the radioactive (Ni68) electrodes was lower than that of the
controls. The decrease in polarization was a direct function of irradiation
time. Polarization under a 100 mamp/8sq cm load increased with time, The
potentials of the electrodes irradiated for 360 hrs and 720 hrs were practically
equal to the potentials of the controls after 200 and 300 hrs of testing, respec-
tively, under 100 mamp/sq cm load, Thus, initially the hydrogen electrodes
are activated by neutrons and their current voltage characteristics are
improved, but the improvement does not last under load, The increase in
electrochemical activity was tentatively attributed to the formation of structure
defects in the crystal lattice of the irradiated catalyst.
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X. STATIC HIGH PRESSURE RESEARCH OF SOLIDS

77. Stishov, S. M,, V. A, Ivanov, and I. N, Makarenko. Compressi-
bility of sodium at high pressures and temperatures and the Lindemann
fusion condition., Zhurnal eksperimental'noy i teoreticheskoy fiziki,

v. 60, no, 2, 1971, 665-668,

The volume and compressibility of sodium as a function of pressure and
temperature are for the first time measured directly on the fusion curve, The
measuremenis were performed with a piston piezometer, The experimental
technique is similar to the one described earlier (DAN SSSR, v, 188, no. 3,
1969, 562-566)., The volume and compressibility errors are, respectively,
on the order of 0.1% and 2%. Experimental compressibility and volume data
are employed for calculating the Debye temperature of solid sodium along the
fusion curve, It is shown that the Lindemann parameter, which characterizes
the relative displacement of atoms from the equilibrium positions, does not
remain constant along the fusion curve.

78. Kabalkina, S. S., M. O, Shcherbakov, and L. F. Vereshchagin.
On the polymorphic transition in AgCl at high pressure. Doklady
AN SSSR, v. 193, no. 5, 1970, 1015-1018,

High-pressure effects on the crystal structure of AgCl have been investi-
gated by the X-ray diffraction method, A number of diffraction patterns in the
pressure range 40 to 115 kbar were obtained. It is found that the diffraction
pattern of the AgCl II high pressure phase basically coincides with the data
of previous researchers. The AgCl II diffraction pattern data obtained are
decoded on the basis of a rhombic cell with the parameters: a=6.90 A
b=5,08 A c=4,05 A and on the basis of a hexagonal crystal structure (a =4,07 &,
c=7.2 A) In order to establish the true structure, additional X-ray diffraction
patterns for AgCl—~NaCl in the pressure range 40-120 kbar were obtained (NaCl
being used as an inner pressure standard). From the analysis of results, it is
concluded that '"'rhombic'" structure is closer to the experimental reality,
although some discrepancies in the diffraction pattern lead to the conclusion
that most likely the crystal structure of the AgCl II high pressure phase is a
distorted variant of a rhombic structure of the HgO type.
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79 . Fateyeva, N. S., and L. F. Vereshchagin, Melting pressures of
graphite up to 90 kbars. Pis'ma v zhurnal eksperimental'noy i
teoreticheski fiziki, v. 13, no. 3, 1971, 157-159,

The investigation reported earlier (DAN SSSR, v. 152, no., 1, 1963; 88, 5
no, 2, 317 and ZhETF, v, 55, no. 4, 1968, 1145) of the graphite melting curve
by the optical technique is extended up to 90 kbar, The special chamber
employed for this purpose is described in PTE, 1970, no. 3, 222 (see next
entry). The melting temperature of a sample was measured by the intensity
ratio of two spectral lines f(T)=Il (A 1)/1 2(A2). In order to increase the reliabii-
ity of a measurement, each temperature was measured by two independent intensity
ratios: I,/I,=f(T) and I 5/I 3=£(T) with ;=420 my, Ay = 622 my, and A ,= 825 mu
Measurement results are shown in the figure below by a solid line; the dash line
represents F, P, Bundy (J. Chem. Phys., 38, 3, 618, 1963) data and the dotted
line represents the diamond-graphite equilibrium curve. The melting curve has
a temperature maximum of 4900°K at a pressure about 60 kbar,
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80 . Fateyeva, N, S., and L, F, Vereshchagin, A 100 kbar pressure
chamber for optical research., Pribory i tekhnika eksperimenta, 1970,
no, 3, 222-224,
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A steel pressure chamber, shown schematically in the figure below,
has been developed for high-pressure research., In the figure, 1 is a gasket,
2 are conical pistons with cylindrical ends 3, entering into the cylindrical
portion of bushing 4 in chamber 6. Between the cylindrical portion of piston
3 and the cylindrical opening of bushing 4 (5.0 mm dia) is a 0.5 mm gap, which
at higher pressures is filled by the NaCl, the pressure transmitting medium 5,
The chamber is equipped with cylindrical windows, extending towards the sides,
filled with crystal NaCl, It withstands pressures up to 100 kbar and repeats
the accuracy of results (at maximum pressure) within +6%.

81. L. F. Vereshchagin, Ye. V., Zubova, K., P. Burdina, and G, L.
Aparnikov., Behavior of oxides under the combined effec: of high
pressure and shear stresses., Doklady AN SSSR, v, 196, no. 4,
1971, 817-818, '

Behavior of the oxides Al203, B203, BgO, CdO, CoO, CrO3, Crz203,
CuO, Cu20, Dyp03, HgO, Inp03, Gay03, Gdp03, LayO3, MgO, NbpyOg, NiO,
PbO, 50203, SiOz, szos, Ta205, TiOZ, V204, Vzos, WO3, UO3, and
Y,03 under pressures on the order of 500,000 kg/cm 2, with simultaneous
application of shear stresses, is investigated. High pressures and shear
stresses were generated by equipment of the Bridgman anvil type described
in detail elsewhere (PTE, 1960, no., 5). Disintegration reactions reported
earlier (P, W, Bridgman, Proc. Am, Acad. Arts and Sci., 71, no. 9, (1937)

59



and Ye. V., Zubova, Dissertation, Mosk., University, 1962) are confirmed,
and new similar reactions are observed. It is concluded that the tendency
for oxides to disintegrate under the combined effect of shear stresses and
high pressure is common and it is limited only by the energy factors. A
possible connection is noted between these experiments and creation of native
metals in the earili crust where such conditions may exist.

82, Kolobyanina, T. N,, S. S. Kabalkina, L, F, Vereshchagin,
A, Ya, Michkov, and M, F, Kachan, Polymorphic transitions
in the antimony-bismuth system at high pressure. Zhurnal
eksperimental'noy i teoreticheskoy fiziki, v. 59, no. 10, 1970,
1146-1155,

Crystal structures and approximate existence boundaries of high pressure
phases of the Sb—Bi system are experimentally studied. Investigations were
conducted at room temperature employing experimental equipment and techni-
que described earlier (T. N. Kolobyanina et al., ZhETF, v, 55, 1968, 164).

A system of SbyBi;_ alloys with x varying in steps of 0.1 from 0 to 1 was pre-
pared for this investigation, The samples were mixed with NaCl for the
pressure determination. The boundaries of coexistence of phases, I, II, II',
and III are determined by two methods: X-ray diffraction and electric resis-
tance measurements., It is established that varinus phases correspond to the
following crystal structures: I —to As-type; II — a primitive cube; II' — mono-
clinal Bi II type and III — monoclinal Sb III type. Compressibilities of Sb,

Sbg, 9 Big, 1 and Sby g Big , are determined by X-ray diffraction measurements
at pressures between 0 and 85 kbars. It is concluded that within the pressure
range investigated, the Sb—Bi alloys behave as a single homogeneous substance
in spite of structural difference at pressures above 25 kbars.

/

83, Kabalkina, S. S., T. N. Kolobyanina, and L., F, Vereshchagin,
Investigating the crystalline structure of the high pressure phases
of antimecny and bismuth., Z~.rnal eksperimental'noy i teoreticheskoy
fiziki, v. 58, no. 2, 1970, 486-493,

Based on the similarity of the behavior of AlV gVI compounds with group
V elements at high and normal pressures, it is assumed that the high pressure
phases of Sb III and Bi III will crystallize in a monoclinically distorted struc-
tural type. The periods of the elementary cell of Sb III at pressures (p) from
130~160 kbar are: a=5,56; b=4.04, c=4.22 A, B =86°, Z=4, V =93,8 A3,
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The perigds of monoclinic Bi III at p=35.5 kbar are: a= 6.05, b=4,20,
c=4.65 A, B=85°21", Z=4, V=117.8 A3, Two symmetrically independent
atoms Sb; and Sby are located on planes m of the three-dimensional group
C2h2 -le /m. The assumed structure of Sb III (Bi III) is laminar, the layer
consists of two covalently bonded slightly corrugated planes; the interatomic
distances correspond to the coordination number seven.

84, Ivanov, V, A,, I, N, Makarenko, and S, M, Stishov., Sodium
melting at high pressures. Pis'ma v zhurnal eksperimental'noy
i teoreticheskoy fiziki, v. 12, no. 1, 1970, 12-15.

The melting of sodium has been studied by the volumetric method at
pressures up to 25 kg/cmz[ x 103]. Measurements of the sodium volume in
the area of the melting curve were made with a piston piezometer similar to
one described earlier (DAN SSSR, v. 188, no. 3, 1969, 564-566), The volume
value data on solid and liquid sodium along the melting curve are tabulated
and illustrated by curves, The nature of the minimum of thie curve represent-
ing the inner energy AU dependence on temperature T is discussed. It is shown
that minimum AU (T) may be explained as a result of the competition between
the respective contributions from the energy changes of interparticle repulsion
and attraction, which accompany melting and which depend on the difference in
volumes of solid and liquid phases.

85, Voronov, F, F,, and S. B. Grigor'yev., Sound velocity in cesium
chloride and sodium chloride at pressures up to 100 kbar, Doklady
AN SSSR, v. 195, no. 6, 1970, 1310-1312,

Investigations of the propagation velocity of ultrascnic waves in solids
at pressures up to 100 kbar, initiated earlier (DAN, v. 182, 1968, 304), are
being continued, The experimental setup permitting the use of samples 5—10 mm
long and 15 mm in diameter, and the experiment technique is described in the
paper cited above. Typical representations of ionic crystals-sodium chloride
and cesium chloride are used as research subjects, Measured velocities of
Inggitudinal (V1) and transverse (V) ultrasonic waves in cesium chloride, as
funclions of pressure, are presented in Figure 1. Similar curves for sodium
chloride. are presented in Figure 2. The appearance of the curves and their
mathematical expressions are discussed,
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86 . Alekseyev, V. A., V. G, Ovcharenko, Yu, F. Ryzhkov, and
A, P. Senchenkov, The equation of state for cesium in the
pressure range 20 to 600 atmospheres a2nd in the temperature
range 500 to 2500°C. Pis'ma v zhurnal eksperimental'noy i
teoreticheskoy fiziki, v. 12, no. 6, 1970, 306-309.

The method employing the 7 counting of Cs 134 (£= 0. 606 Mev) has been
used to determine the equation of si.te for cesium in the pressure range
20—600 atm and temperature range 500—-2500°C, A measurement cell capable
of recording pressure changes is described. The cesium point source was
approximated by filling the free space in a measuring tube with a tungsten rod
and leaving only a 1--2 mm gap for cesium between the rod and the tube bottom,
A tungsten-rhenium thermocouple was employed for temperature measurements,
Over 3000 experimental points were measured. The equation of state for
cesium is presented as a family of curves and in a tabular form, Parameters
of the cesium critical point are determined as follows: T .= 1760 + 20 °C;

Pop=11515 atm;p ., =0.4 £ .02 g/cm3.
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87. Bartenev, G. M., I. V. Razumovskaya, and Ye. S. Savin,
Theoretical and ultimate strength, and the law of correspond-
ing states. Doklady AN SSSR, v. 192, no. 4, 1970, 775-778.

Concepts of theoretical and ultimate strengths are outlined, and their
importance as a standard for future development of highly durable and super-
strong materials is stressed, However, they may be of value only if the
operating temperatures are taken into account, For this purpose, the tempera-
ture dependence of the maximum strength of a homogeneous high-strength
structure is studied. The strength satisfies the same conditions of failure
(considered as a peculiar sublimation) as the theoretical or ultimate strength
at a temperature of T> O°K. The fluctuation mechanisms responsible for the
orgin and development of defects are excluded by assuming that the experiment
lasts for a very short time. Further, only the average statistical temperature
effects related to the thermal expansion of a rigid body are included., It is
shown that the temperature dependence of maximum strength may be expressed
in terms of dimensionless arbitrary units, using the law of corresponding states.
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XI. SOIL MECHANICS

88 . Al'tshuler, L. V., A. V, Balabanov, V. A, Batalov, N, A,
Gerashchenko, V. A, Rodionov, V. A, Svidinskiy, and D, M.
Tarasov. Confined explosions in liquid and elasto-plastic
media. DAN, no. 6, 1970, 1259-1262.

Resuits of experimental and mathematical studies of confined e>plosions
in water, LnCl solution, moist clay, aluminum, hardened cement with sand
mortar, and rock salt are presented. Numerical calculations of elasto-plastic
flows were used in the interpretation of results, Experimental observations of
the development of the cavity were made by means of pulse x-rays. Charges
with a radius of 9 and 17.5<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>